
‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  BRONZE EXTRA HEAVY GLOBE STEAM 
STOP VALVE, Screwed Bonnet inside 
screw, Rising stem with back seat 
Arrangement having Renewable stainless 
steel (AISI-410). Seat and stem, Screwed 
Female Ends BSP Taper, hand wheel 
operated, suitable for saturated steam 
lines  upto  250  psig.  (17.58  kg/cm2)  at 
4280F (2200   C) Max. temp. Tested to 500 
psig.   Hydrostatic     (35.15   kg /cm2 ). 

HSN CODE: 84818030 

11 8 1/4 3171.00 

 16 10 3/8 3171.00 

 21 15 1/2 3376.00 

1. 
26 

31 

20 

25 

3/4 

1 

4084.00 

6100.00 

 36 32 1¼ 9174.00 

 41 40 1½ 12450.00 

 46 50 2 18262.00 

  
 

 

BRONZE EXTRA HEAVY GLOBE STEAM 
STOP VALVE, Screwed Bonnet inside 
screw, Rising stem with back seat 
Arrangement having Renewable stainless 
steel (AISI-410). Seat and stem, Flanged 
Ends to B.S. 10 Table 'H' hand wheel 
operated suitable for saturated steam 
lines  upto  250  psig.  (17.58  kg/cm2)  at 
4280F (2200C) Max. Temp. Tested to 500 
psig.(35.15 kg/cm2)Hyd. 

HSN CODE: 84818030 

51 15 1/2 6928.00 

 
56 20 3/4 8131.00 

 
2. 

61 

66 

25 

32 

1 

1¼ 

       11155.00 

       17054.00 

 
71 40 1½ 18215.00 

 
76 50 2 26190.00 

  

 

BRONZE SPRING   LOADED   SAFETY 
VALVE, with/CI Chamber, Enclosed 
Discharge, Screwed Male inlet BSP 
Taper Threads. Max. set Pressure 150 
psig (10.54 kg/cm

2
). and Max. Temp. 

428°F (220°C). 

HSN CODE : 84814000 

WITH / CI CHAMBER 

5541 15 ½ 3643.00 

 5546 20 ¾ 5162.00 

 5551 25 1 7244.00 

3. 
5556 

5561 

32 

40 

1¼ 

1½ 

       11483.00 

       11853.00 

 5566 50 2 16981.00 

 5571 65 2½ 40074.00 

 5576 80 3 49598.00 

  BRONZE SPRING LOADED, SAFETY 
VALVE, (STRAIGHT TYPE) Open 
discharge, scewed male inlet BSP Taper 
Threads. Max. set Pressure 150 psig. 
(10.54 kg/cm2) and Max. Temp. 4280F 
(2200C). 

HSN CODE: 84814000 

121 15 1/2 4853.00 

 126 20 3/4 6731.00 

 131 25 1 9408.00 

4. 
136 

141 

32 

40 

1¼ 

1½ 

       14913.00 

       15391.00 

 146 50 2 22055.00 

 151 65 2½ 50185.00 

 166 80 3 62773.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 

 

BRONZE SPRING LOADED SAFETY 
VALVE, (ANGLE TYPE) Enclosed 
Discharge, Screwed Male inlet BSP 
Taper threads. Max. set Pressure 150 
psig (10.54 kg/cm

2
). and Max. Temp. 

428°F (220°C). 

HSN CODE : 84814000 

171 15 ½ 4853.00 

 176 20 ¾ 6731.00 

 181 25 1 9408.00 

5. 
186 

191 

32 

40 

1¼ 

1½ 

       14913.00 

       15391.00 

 196 50 2 22055.00 

 201 65 2½ 50185.00 

 206 80 3 62773.00 

  

 

BRONZE SPRING LOADED SAFETY 
VALVE, (STRAIGHT TYPE) Open 
Discharge, Flanged Ends to B.S. 10 Table 
‘F’. Max. set Pressure  150 psig 
(10.54 kg/cm

2
). and Max. Temp. 

428°F (220°C). 

HSN CODE : 84814000 

211 15 ½ 9613.00 

 216 20 ¾ 11958.00 

 221 25 1 14343.00 

6. 
226 

231 

32 

40 

1¼ 

1½ 

       18296.00 

       19760.00 

 236 50 2 29476.00 

 239 65 2½ 64165.00 

 241 80 3 80805.00 

  
 

 

BRONZE SPRING LOADED SAFETY 
VALVE, (ANGLE TYPE) Enclosed 
Discharge, Flanged Ends to B.S. 10 Table 
‘F’. Max. set Pressure  150 psig 
(10.54 kg/cm2). and Max. Temp. 
428°F (220°C). 

HSN CODE : 84814000 

246 15 ½ 9613.00 

 251 20 ¾ 11958.00 

 256 25 1 14343.00 

7. 
261 

266 

32 

40 

1¼ 

1½ 

       18296.00 

       19760.00 

 271 50 2 29476.00 

 276 65 2½ 64165.00 

 281 80 3 80805.00 

  BRONZE SPRING   LOADED   SAFETY 
VALVE, POP TYPE, Enclosed Discharge, 
Screwed Male inlet BSP Taper Threads. 
M a x . s e t P r e s s u r e 2 5 0 p s i g 
(17.58 kg/cm2). and Max. Temp. 
428°F (220°C). 

HSN CODE : 84814000 

286 15 ½ 11809.00 

 291 20 ¾ 13999.00 

 296 25 1 18601.00 

8. 
301 

306 

32 

40 

1¼ 

1½ 

30797.00 

30797.00 

 311 50 2 53750.00 

 316 65 2½ 83083.00 

 321 80 3 93079.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  

 

BRONZE SPRING   LOADED   SAFETY 
VALVE, POP TYPE, Open Discharge, 
Screwed Male inlet BSP Taper Threads. 
M a x .   s e t   P r e s s u r e   2 5 0   p s i g 
( 1 7 . 5 8 k g / c m 

2 
) . M a x . Te m p . 

428°F (220°C). 

HSN CODE : 84814000 

326 15 ½ 11809.00 

 331 20 ¾ 13999.00 

 336 25 1 18601.00 

9. 
341 

346 

32 

40 

1¼ 

1½ 

30797.00 

30797.00 

 351 50 2 53750.00 

 356 65 2½ 83083.00 

 361 80 3 93079.00 

  

 

 

BRONZE SPRING   LOADED   SAFETY 
VALVE, POP TYPE, enclosed Discharge, 
Flanged Ends to B.S. 10 Table ‘H’ Max. 
s e t   P r e s s u r e    2 5 0    p s i g 
( 1 7 . 5 8 k g / c m 

2 
) . M a x . Te m p . 

428°F (220°C). 

HSN CODE : 84814000 

366 15 ½ 15670.00 

 371 20 ¾ 19438.00 

 376 25 1 23365.00 

10. 
381 

386 

32 

40 

1¼ 

1½ 

34104.00 

47444.00 

 391 50 2 68899.00 

 396 65 2½ 102948.00 

 401 80 3 163188.00 

  
 

 

BRONZE SPRING   LOADED   SAFETY 
VALVE, POP TYPE, Open Discharge, 
Flanged Ends to B.S. 10 Table ‘H’ Max. 
set Pressure 250 psig (17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 

HSN CODE : 84814000 

406 15 ½ 15670.00 

 411 20 ¾ 19438.00 

 416 25 1 23365.00 

11. 
421 

426 

32 

40 

1¼ 

1½ 

34104.00 

47444.00 

 431 50 2 68899.00 

 436 65 2½ 102948.00 

 441 80 3 163188.00 

  BRONZE ‘Y’   TYPE   STRAINER   with 
Brass/Stainless Steel Screen having 
Screwed Female Ends to BSP Taper 
Threads. Max. Steam W.P. 250 psig. 
(17.58 kg/cm2). 
Max. Temp. 428° F (220°C) 
Tested to 500 psig. (35.15 kg/cm2) Hyd. 

HSN CODE : 84818030 

446 15 ½ 1506.00 

 451 20 ¾ 2395.00 

 456 25 1 5122.00 

12. 
461 

466 

32 

40 

1¼ 

1½ 

6469.00 

9330.00 

 471 50 2 17454.00 

 476 65 2½ 61324.00 

 481 80 3 77092.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 
 

 

BRONZE ‘Y’   TYPE   STRAINER   with 
Brass/Stainless Steel screen having 
Flanged Ends to B. S. 10 Table ‘H’. 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm

2
). 

Max. Temp. 428° F (220°C). 
Tested to 500 psig (35.15 kg/cm

2
)Hyd. 

HSN CODE : 84818030 

491 15 ½ 5850.00 

 496 20 ¾ 9151.00 

 501 25 1 13386.00 

 506 32 1¼ 17631.00 

13. 511 

516 

40 

50 

1½ 

2 

27102.00 

40778.00 

 521 65 2½ 91550.00 

 526 80 3 121020.00 

 531 100 4 151753.00 

  

 

 

BRONZE GLOBE STEAM STOP VALVE, 
Straight Pattern outside screw, yoke Type, 
Rising stem, having Renewable stainless 
steel (AISI-410) seat and stem, Screwed 
BSP Taper Female Threads. Hand wheel 
operated. 
M a x . S t e a m W . P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

536 15 ½ 5751.00 

 541 20 ¾ 6886.00 

 546 25 1 10482.00 

14. 
551 

556 

32 

40 

1¼ 

1½ 

20383.00 

30186.00 

 561 50 2 36538.00 

 566 65 2½ 56253.00 

 571 80 3 74644.00 

  
 

 

BRONZE GLOBE STEAM STOP VALVE, 
Right Angle Pattern outside screw and 
yoke Type, Rising stem, having Renewable 
stainless steel (AISI-410) seat and stem, 
Screwed BSP Taper Female Threads. Hand 
wheel operated. 
M a x . S t e a m W . P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

576 15 ½ 5751.00 

 581 20 ¾ 6886.00 

 586 25 1 10482.00 

15. 
591 

596 

32 

40 

1¼ 

1½ 

20383.00 

30186.00 

 601 50 2 36538.00 

 606 65 2½ 56253.00 

 611 80 3 74644.00 

  BRONZE GLOBE STEAM STOP VALVE, 
Straight Pattern outside screw and yoke 
Type, Rising stem, having Renewable 
stainless steel (AISI-410) seat and stem, 
Flanged Ends to B.S. 10 Table ‘H’ Hand 
wheel operated. 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

616 15 ½ 13256.00 

 621 20 ¾ 15203.00 

 626 25 1 20615.00 

16. 
631 

636 

32 

40 

1¼ 

1½ 

31948.00 

48069.00 

 641 50 2 63979.00 

 646 65 2½ 81645.00 

 651 80 3 112952.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  

 

 

BRONZE GLOBE STEAM STOP VALVE 
Right Angle Pattern outside screw and 
yoke Type, Rising stem, having Renewable 
stainless steel (AISI-410) seat and stem, 
Flanged Ends to B.S. 10 Table ‘H’ Hand 
wheel operated. Max. Steam W.P. 250 
psig (17.58 kg/cm2). 

Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

656 15 ½ 13256.00 

 661 20 ¾ 15203.00 

 666 25 1 20615.00 

17. 
671 

676 

32 

40 

1¼ 

1½ 

31948.00 

48069.00 

 681 50 2 63980.00 

 156 65 2½ 81645.00 

 686 80 3 112952.00 

  

 

 

BRONZE GLOBE STEAM STOP VALVE, 
Straight Pattern outside screw, yoke 
Type, Rising stem having Renewable 
stainless steel (AISI-410) seat and stem, 
Flanged Ends to B.S. 10 Table ‘F’ Hand 
wheel operated. 
Max. Steam W.P. 150 psig 
(10.54 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to300 psig (21.08 kg/cm2)Hyd. 

HSN CODE : 84818030 

691 15 ½ 13147.00 

 696 20 ¾ 14752.00 

 701 25 1 20338.00 

18. 
706 

711 

32 

40 

1¼ 

1½ 

32298.00 

47259.00 

 716 50 2 63554.00 

 721 65 2½ 80714.00 

 726 80 3 112453.00 

  

 

 

BRONZE GLOBE STEAM STOP VALVE, 
Right Angle Pattern outside screw, yoke 
Type, Rising stem having Renewable 
stainless steel (AISI-410) seat and stem, 
Flanged Ends to B.S. 10 Table ‘F’. Hand 
wheel operated. 
Max. Steam W.P. 150 psig 
(10.54 kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to300 psig (21.08 kg/cm2)Hyd. 

HSN CODE : 84818030 

731 15 ½ 13147.00 

 736 20 ¾ 14752.00 

 741 25 1 20338.00 

19. 
746 

751 

32 

40 

1¼ 

1½ 

32298.00 

47259.00 

 756 50 2 63554.00 

 761 65 2½ 80714.00 

 766 80 3 112453.00 

  BRONZE HORIZONTAL   LIFT   CHECK 
VALVE, Screwed cover with stainless 
steel (AISI-410) Trim, Screwed Female 
E n d s t o B S P Ta p e r  T h r e a d s . 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84813000 

771 15 ½ 3023.00 

 776 20 ¾ 3862.00 

 781 25 1 5300.00 

20. 786 32 1¼ 8196.00 

 791 40 1½ 11352.00 

 796 50 2 15888.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  BRONZE   HORIZONTAL   LIFT   CHECK 
VALVE, Screwed cover with stainless 
steel (AISI-410) Trim, Flanged Ends to 
B.S. 10 Table ‘H’. 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm

2
)Hyd. 

HSN CODE : 84813000 

801 15 ½ 6180.00 

 806 20 ¾ 7187.00 

 
21. 

811 

816 

25 

32 

1 

1¼ 

9161.00 

       14672.00 

 821 40 1½ 16550.00 

 826 50 2 23188.00 

  
 
 
 

 

BRONZE   HORIZONTAL   LIFT   CHECK 
VALVE, Screwed cover with stainless 
steel (AISI-410) Trim. Flanged Ends to 
B.S. 10 Table ‘F’. 
M a x . S t e a m W. P. 1 5 0 p s i g 
(10.54 kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to 300 psig (21.08 kg/cm2)Hyd. 

HSN CODE : 84813000 

831 15 ½ 5865.00 

 836 20 ¾ 6821.00 

 841 25 1 8624.00 

22. 846 32 1¼ 14645.00 

 851 40 1½ 15212.00 

 856 50 2 21489.00 

  
 
 
 

 

BRONZE HORIZONTAL   LIFT   CHECK 
VALVE, bolted cover with stainless steel 
(AISI-410) Trim, Screwed female ends to 
BSP Taper Threads. 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84813000 

861 40 1½ 25035.00 

 
866 50 2 28171.00 

23. 871 65 2½ 52227.00 

 
876 80 3 69884.00 

  
 
 
 

 

BRONZE HORIZONTAL   LIFT   CHECK 
VALVE, Bolted cover with stainless steel 
(AISI-410) Trim, Flanged ends to B.S. 10 
Table ‘H’. 
M a x . S t e a m W. P. 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84813000 

881 40 1½ 31928.00 

 
886 50 2 50827.00 

24. 891 65 2½ 67818.00 

 
896 80 3 79145.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 
 

 

BRONZE HORIZONTAL   LIFT   CHECK 
VALVE, Bolted cover with stainless steel 
(AISI-410) Trim Flanged Ends to B.S. 10 
Table ‘F’. 
M a x . S t e a m W. P. 1 5 0 p s i g 
(10.54 kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to 300 psig (21.08 kg/cm

2
)Hyd. 

HSN CODE : 84813000 

901 40 1½ 31928.00 

 
906 50 2 50827.00 

25. 911 65 2½ 67818.00 

 
916 80 3 79145.00 

  BRONZE SLEEVE PACKED WATER LEVEL 
GAUGE, Flanged Ends to B.S. 10 Table 
‘H’ with automatic shut off in the water 
a r m T e s t e d t o 5 0 0   p s i g 
(35.15 kg/cm

2
). Hyd. Max. Temp. 

428°F (220°C) 

Please State L. H. or R. H. operated 

HSN CODE : 84818030 

921 15 ½ 20251.00 

 
926 16 5/8 26225.00 

26. 931 20 ¾ 26225.00 

  
 

 

BRONZE SLEEVE PACKED WATER LEVEL 
GAUGE, Screwed Male Ends to BSP 
Taper Threads with Automatic shut off 
in the water arm, Tested to 500 psig 
(35.15 kg/cm

2
). Hyd. Max. Temp. 

428°F (220°C). 

Note : Spare moulded Asbestors, 
Sleeves, if required, can be supplied at 
an extra Cost of Rs. 200/- Net Per Set. 

HSN CODE : 84818030 

936 15 ½ 17302.00 

 

941 16 5/8 23141.00 

27.     

 946 20 ¾ 23141.00 

  
 

 

 

BRONZE PRESSURE GAUGE COCK fitted 
with Pressure Gauge coupling nut and 
tail pipe screwed BSP Female Threads. 
Suitable for 250 psig (17.58 kg/cm2). 
Max. steam working pressure. And 
Max. Temp. 428°F (220°C). Tested to 
500 psig (35.15 kg/cm2)Hyd. 

HSN CODE: 84812000 

951 10 3/8 5239.00 

 
956 15 ½ 6156.00 

28. 
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Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  

 

 

BRONZE INSPECTOR'S TEST GAUGE 
COCK with Bend and 3/4" Inspector's 
Gauge Connection suitable for 250 psig. 
(17.58 kg/cm

2
). Max. Steam working 

P r e s s u r e . A n d M a x . Te m p . 
428°F (220°C). Tested to 500 psig 
(35.15 kg/cm

2
) Hyd. 

HSN CODE: 84818030 

961 10 3/8 4904.00 

 
966 15 ½ 6074.00 

29. 
    

  
 
 

 

BRONZE FUSIBLE   PLUG   Two   Piece 
Design suitable upto  100  psig 
(7.0 kg/cm2). Screwed Male Ends BSP 
Ta p e r . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm2)Hyd. 

HSN CODE: 84814000 

971 15 ½ 2267.00 

 976 20 ¾ 2267.00 

 981 25 1 2608.00 

30. 986 32 1¼ 3307.00 

 991 40 1½ 3747.00 

 996 50 2 5592.00 

  
 
 

 

BRONZE FUSIBLE    PLUG Two Piece 
Design suitable from  100  psig 
(7.0 kg/cm2 to 17.58 kg/cm2). to 250 
psig. Screwed Male Ends BSP Taper. 
Tested to 500 psig (35.15 kg/cm

2
)Hyd. 

HSN CODE: 84814000 

1001 15 ½ 2096.00 

 1006 20 ¾ 2113.00 

 
31. 

1011 

1016 

25 

32 

1 

1¼ 

2435.00 

3078.00 

 1021 40 1½ 3546.00 

 1026 50 2 5193.00 

  SPARE CONES FOR THE ABOVE 1031 15 ½ 1315.00 

 
Note : While Placing order please 1036 20 ¾ 1330.00 

 
32. 

advice the pressure to which the cones 
are required. 

HSN CODE : 84819090 

1041 

1046 

25 

32 

1 

1¼ 

         1604.00 

2170.00 

  1051 40 1½ 2170.00 

  1056 50 2 2210.00 

[ 8 ] 



‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 
 

 

BRONZE FUSIBLE PLUG, One Piece 
Design suitable upto  100  psig 
(7.0 kg/cm

2
). Screwed Male Ends BSP 

Ta p e r . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm

2
) Hyd.. 

HSN CODE : 84814000 

1061 15 ½ 1297.00 

 
1066 20 ¾ 1297.00 

33. 1071 25 1 2190.00 

  
 
 
 

 

BRONZE FUSIBLE PLUG, One Piece 
Design suitable from 100 psig to 250 
psig (7.0 kg/cm2 to 17.58 kg/cm2). 
Screwed Male Ends BSP Taper. Tested to 
500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84814000 

1076 15 ½ 1297.00 

 
1081 20 ¾ 1297.00 

34. 1086 25 1 2190.00 

  BRONZE LOCO TYPE FUSIBLE PLUG, 
Type- 3 suitable upto  100  psig 
(7.0 kg/cm2). Screwed Male Ends BSP 
Ta p e r . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm

2
) Hyd. 

HSN CODE : 84814000 

1091 25 1 3456.00 

 

1096 32 1¼ 3685.00 

35.     

  
 

 

 

BRONZE LOCO TYPE FUSIBLE PLUG, 
Type 3 suitable from 100 psig to 250 
psig (7.0 kg/cm2 to 17.58 kg/cm2). 
Screwed Male Ends BSP Taper. Tested to 
500 psig (35.15 kg/cm2)Hyd. 

HSN CODE : 84814000 

1101 25 1 3629.00 

 
1106 32 1¼ 3736.00 

36. 
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BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  BRONZE PARALLEL SLIDE BLOW OFF 
VALVE, with SS/Monal working Parts. 
Rack & Pinion operated, Heavy pattern 
Flanged Ends to B.S. 10 Table ‘H’ Max. 
BOP 250 psig (17.58 kg/cm

2
). Max. 

Temp. 428°F (220°C). Tested to 500 psig 
(35.15 kg/cm

2
)Hyd. (With Key). 

HSN CODE : 84818030 

1111 25 1 33326.00 

 
1116 32 1¼ 43096.00 

 1121 40 1½ 48090.00 

37. 
1126 50 2 72600.00 

 1131 65 2½ 115544.00 

 1136 80 3 122041.00 

  
 
 

 

 

BRONZE COMBINED COCK & FEED 
CHECK VALVE, Flanged Ends. Flanges to 
B.S. 10 Table ‘F’. Max. BOP 150 psig 
(10.54   kg/cm

2
).   Max.   Temp.   428°F 

( 2 2 0 ° C ) . Te s t e d t o 3 0 0 p s i g 
(21.08 kg/cm2)Hyd. 

HSN CODE : 84813000 

1141 15 ½ 10150.00 

 1146 20 ¾ 11843.00 

 1151 25 1 16541.00 

38. 1156 32 1¼ 26721.00 

 1161 40 1½ 33943.00 

 1166 50 2 63379.00 

 1171 65 2½ 91033.00 

  
 
 

 

 

B R O N Z E S I G H T   G L A S S   W I T H 
TOUGHNED GLASS, Screwed Female 
E n d s . T e s t e d t o 5 0 0 p s i g 
(35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

1176 15 ½ 2672.00 

 
1181 20 ¾ 3512.00 

 
39. 

1186 

1191 

25 

32 

1 

1¼ 

3861.00 

7255.00 

 1196 40 1½ 7514.00 

 1201 50 2 9182.00 

  

 

 

BRONZE PRESSURE REDUCING VALVE, 
Pilot controlled with metallic diaphragm 
and S.S. (AISI-410) working parts, Flanged 
Ends to B.S.-10 Table ‘H’. Max. Steam W.P. 
250psig. (17.58 kg/cm2). 
Max. Temp. 428° F (220°C). 
Tested to 500 psig (35.15 kg/cm2). Hyd. 
Springs available for three reduced pressure 
ranges of 5/60, 20/80 & 40/125 on down 
stream. 

HSN CODE: 84818030 

1206 25 1 107124.00 

 1211 32 1¼ 149247.00 

 1216 40 1½ 151963.00 

40. 1221 50 2 201637.00 

 1226 65 2½ 263910.00 

 1231 80 3 338268.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  BRONZE   THERMODYNAMIC   TYPE 
STEAM TRAP with integral S.S. (AISI- 
304) Strainer, Screwed Female Ends 
suitable for 250 psig (17.58 kg/cm

2
). 

steam working pressure. Max. Temp. 
428° F (220°C). Tested to 500 psig 
(35.15 kg/cm

2
)Hyd. 

HSN CODE : 84818030 

1236 15 ½ 3641.00 

 1241 20 ¾ 4673.00 

 1246 25 1 8799.00 

41.     

  
 
 

 

BRONZE ASBESTOS PACKED WATER 
LEVEL GAUGE, Screwed Male Ends BSP 
Taper Threads Suitable for Max. 
Pressure of 150 psig (10.54 kg/cm

2
). 

Max. Temp. 428°F (220°C). Tested to 
300 psig (21.08 kg/cm2)Hyd. 

HSN CODE : 84818030 

1251 10 3/8 12194.00 

 1256 15 ½ 12194.00 

 1261 16 5/8 15785.00 

42. 1266 20 ¾ 15785.00 

  
 

 

BRONZE ASBESTOS PACKED WATER 
LEVEL GAUGE, Flanged Ends to BS 10 
Table F. Suitable for Max. Pressure of 
150 psig (10.54 kg/cm2). 
Max. Temp. 428°F (220°C).Tested to 
300 psig (21.08 kg/cm

2
)Hyd. 

HSN CODE : 84818030 

1271 10 3/8 16768.00 

 1276 15 ½ 16768.00 

 
43. 

1281 

1286 

16 

20 

5/8 

¾ 

26985.00 

26985.00 

  

 

 

BRONZE ACCESSIBLE   FEED   CHECK 
VALVE St. Inlet, outside Screw, Yoke 
Type with S.S. (AISI-410) seat & spindle, 
angle pattern, Flanged Ends to B.S. 10 
Table ‘ H’ Max. BOP 250 psig 
(17.58   kg/cm2).   Max.   Temp.   428°F 
( 2 2 0 ° C ) Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm2) Hyd. 

HSN CODE : 84813000 

1291 20 ¾ 14132.00 

 1296 25 1 28337.00 

 1301 32 1¼ 31477.00 

44. 1306 40 1½ 57654.00 

 1311 50 2 72381.00 

 1316 65 2½ 96303.00 

 1321 80 3 120930.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  BRONZE   ACCESSIBLE   FEED   CHECK 
VALVE, curved inlet outside screw, Yoke 
Type with S.S. (AISI-410) seat and 
spindle. Angle Pattern Flanged Ends to 
B.S. 10 Table ‘H’. Max. BOP 250 psig 
(17.58   kg/cm

2
).   Max.   Temp.   428°F 

( 2 2 0 ° C ) . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm

2
)Hyd. 

HSN CODE : 84813000 

1326 20 ¾ 14132.00 

 1331 25 1 28337.00 

 1336 32 1¼ 31477.00 

45. 1341 40 1½ 57654.00 

 1346 50 2 72381.00 

 1351 65 2½ 96303.00 

 1356 80 3 120930.00 

  
 
 

 

BRONZE CONTROLLABLE FEED CHECK 
VALVE Straight Pattern, outside screw, 
Yoke Type with S.S. (AISI-410). Seat & 
spindle. Flanged Ends to B.S. 10 Table 
‘H’. Max. BOP 250 psig (17.58 kg/cm

2
). 

Temp. 428°F (220°C). Tested to 500 psig 
(35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

1361 15 ½ 15875.00 

 1366 20 ¾ 19751.00 

 1371 25 1 24344.00 

46. 
1376 

1381 

32 

40 

1¼ 

1½ 

29170.00 

48587.00 

 1386 50 2 70573.00 

 1391 65 2½ 76033.00 

 1396 80 3 103038.00 

  

 

 

BRONZE CONTROLLABLE FEED CHECK 
VALVE Angle pattern, outside screw, 
Yoke Type with S.S. (AISI-410). Seat & 
spindle. Flanged Ends to B.S. 10 table 
‘H’. Max. BOP 250 psig (17.58 kg/cm2). 
Max. Temp. 428°F (220°C). Tested to 
500 psig (35.15 kg/cm2) Hyd. 

HSN CODE : 84818030 

1401 15 ½ 15875.00 

 1406 20 ¾ 19751.00 

 1411 25 1 24344.00 

47. 
1416 

1421 

32 

40 

1¼ 

1½ 

29170.00 

48587.00 

 1426 50 2 70573.00 

 1431 65 2½ 76033.00 

 1436 80 3 103038.00 

  

 

 

BRONZE SPRING LOADED METALLIC 
DIAPHRAGM TYPE REDUCING VALVE 
Screwed Female Ends B.S.P. Taper 
Threads. 
M a x I n l e t P r e s s u r e 2 5 0 p s i g 
(17.58 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested  to  500  psig  (35.15  kg/cm2)  Hyd. 
Springs available for three reduced pressure 
ranges of 5/60, 20/80 & 40/125 on down 
stream. 

HSN CODE : 84811000 

1441 8 ¼ 12379.00 

 1446 10 3/8 12379.00 

 1451 15 ½ 12379.00 

48. 
1456 

1461 

20 

25 

¾ 

1 

       17310.00 

24669.00 

 1466 32 1¼ 33888.00 

 1471 40 1½ 40825.00 

 1476 50 2 59146.00 
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‘WJ' 
BRONZE BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

49. 

 

 

BRONZE COLUMN PILLAR & POINTER 
ASSEMBLY FOR WATER LEVEL GAUGE 
Flanges as per B.S. 10 Table ‘H’. Max. 
BOP 250 psig (17.58 kg/cm

2
). Tested to 

500 psig (35.15 kg/cm
2
)Hyd. 

HSN CODE: 84818030 

1481 20 ¾ 65907.00 

  
 

 

BRONZE VERTICAL LIFT CHECK VALVE 
with 13% Cr. S.S. (AISI-410) trim 
Screwed Female Ends BSP Taper. Max. 
BOP 250 psig (17.58 kg/cm2). Max. 
Temp. 428°F (220°C). Tested to 500 psig 
(35.15 kg/cm

2
)Hyd. 

HSN CODE : 84813000 

1486 15 ½ 4013.00 

 1491 20 ¾ 4895.00 

50. 
1496 

1501 

25 

32 

1 

1¼ 

6886.00 

8494.00 

 1506 40 1½ 9447.00 

 1511 50 2 14001.00 

  

 

 

BRONZE VERTICAL LIFT CHECK VALVE 
with 13% Cr. S.S. (AISI-410) trim Flanges 
as per B.S. 10 Table ‘H’ Max. BOP 250 
psig (17.58 kg/cm

2
). Max. Temp. 428°F 

( 2 2 0 ° C ) . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm2)Hyd. 

HSN CODE : 84813000 

1516 15 ½ 8707.00 

 1521 20 ¾ 10657.00 

 
51. 

1526 

1531 

25 

32 

1 

1¼ 

       12286.00 

       15615.00 

 1536 40 1½ 19507.00 

 1541 50 2 29229.00 

 
 
 
52. 

 BRONZE SYPHON & COCK, Bottom End 
Screwed Male 3/4" BSP Parallel Threads 
Max. Temp. 428°F (220°C). Max. BOP 
250 psig (17.58 kg/cm2). 
Tested to 500 psig(35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

1546 20 ¾ 13167.00 

 
 
 
53. 

 
 

 

BRONZE MOBREY VALVE Angle pattern 
inside screw, Rising stem with S.S. (AISI- 
410) seat & spindle Flanged Ends to BS 
10 Table ‘H’ Max. BOP 250 psig 
(17.58   kg/cm2).   Max.   Temp.   428°F 
( 2 2 0 ° C ) . Te s t e d t o 5 0 0 p s i g 
(35.15 kg/cm2)Hyd. 

HSN CODE : 84818030 

1551 25 1 28579.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  CAST IRON GLOBE STOP VALVE St. 
pattern o/s & Yoke Type Rising Stem 
with Back Seat A rrangement,  
Renewable 13% Cr. S.S. (AISI-410) Seat 
& stem, hand wheel operated Flanged 
Ends as per DIN 2533 NP 16 RF. Body 
Tested 26 Kg/cm

2   
and Seat Tested to 

16 Kg/cm
2 

Hyd. Max. Temp. 428°F 
(220°C). 

HSN CODE : 84818030 

1556 15 ½ 2521.00 

 1561 20 ¾ 2800.00 

 1566 25 1 3110.00 

 1571 32 1¼ 4392.00 

 1576 40 1½ 5809.00 

C-1 
(a) 

1581 

1586 

1591 

50 

65 

80 

2 

2½ 

3 

7427.00 

       10266.00 

       13465.00 

 1596 100 4 19333.00 

 1601 125 5 26269.00 

 1606 150 6 37469.00 

 1611 200 8 80860.00 

 
 
 

 
C-1 
(b) 

 
 
 
 

 

CAST IRON GLOBE STOP VALVE St. 
Pattern O/S & Yoke Type Rising Stem & 
Back Seat Arrangement, Renewable 
13% Cr. S.S. (AI SI-410) Seat & Stem, 
hand wheel operated Flanged Ends as 
per DIN 2532 NP 10 RF. Body Tested 17 
Kg/cm2 and seat Tested to 10 kg/cm2 

Hyd. 
Max. Temp. 428°F (220°C). 

HSN CODE : 84818030 

 
5251 

 
250 

 
10 

 
141379.00 

  
 
 
 

 

CAST IRON GLOBE STOP VALVE St. 
Pattern O/S & Yoke Type Rising Stem & 
Back Seat Arrangement, Renewable S.S. 
(AISI-304) seat & stem, hand wheel 
operated Flanged Ends as per DIN 2533 
NP 16 RF. Body Tested to 26 Kg/cm

2 
Hyd. 

and seat Tested to 16 kg/cm2 Hyd. Max. 
Temp. 428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE : 84818030 

1676 15 ½ 3577.00 

 1681 20 ¾ 4039.00 

 1686 25 1 4463.00 

 1691 32 1¼ 6129.00 

 1696 40 1½ 8113.00 

C-2 
(a) 

1701 

1706 

1711 

50 

65 

80 

2 

2½ 

3 

9780.00 

       14806.00 

19477.00 

 1716 100 4 25996.00 

 1721 125 5 39959.00 

 1726 150 6 56287.00 

 1731 200 8 85380.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 

 
C-2 
(b) 

 CAST IRON GLOBE STOP VALVE St. 
Pattern O/S & Yoke Type, Rising Stem & 
Back Seat Arrangement, Renewable S.S. 
(AISI-304) Seat & stem, hand wheel 
operated Flanged Ends as per DIN 2532 
N.P. 10 RF. Body Tested to 17 Kg/cm

2 

Hyd. and Seat Tested to 10 Kg/cm
2 
Hyd. 

Max. Temp. 428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE : 84818030 

 

5261 

 

250 

 

10 

 

166505.00 

  
 
 
 

 

CAST IRON STOP VALVE Right Angle 
Pattern O/S & Yoke Type Rising Stem & 
Back Seat Arrangement, Renewable 
13% Cr. S.S. (AISI-410) Seat & stem, 
hand wheel operated Flanged Ends as 
per DIN 2533 N.P. 16 RF. Body Tested to 
26 Kg/cm

2    
Hyd. and Seat Tested to 

16 Kg/cm
2 

Hyd. Max. Temp. 428°F 
(220°C). 

HSN CODE : 84818030 

1736 15 ½ 2563.00 

 1741 20 ¾ 2848.00 

 1746 25 1 3163.00 

 1751 32 1¼ 4292.00 

 1756 40 1½ 5910.00 

C-3 
1761 

1766 

50 

65 

2 

2½ 

7556.00 

       10440.00 

 1771 80 3 16488.00 

 1776 100 4 19661.00 

 1781 125 5 27519.00 

 1786 150 6 39254.00 

 1791 200 8 75725.00 

  
 
 
 

 

CAST IRON STOP VALVE Right Angle 
Pattern O/S & Yoke Type Rising Stem & 
Back Seat Arrangement, Renewable S.S. 
(AISI-304) seat & stem, hand wheel 
operated Flanged Ends as per DIN 2533 
NP 16 RF. Body Tested to 26 Kg/cm

2 
Hyd. 

and Seat Tested to 16 kg/cm2 Hyd. Max. 
Temp. 428° F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE : 84818030 

1856 15 

20 

25 

32 

40 

50 

65 

80 

100 

125 

150 

200 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

3749.00 

4232.00 

4676.00 

6421.00 

8498.00 

       10245.00 

       15514.00 

20403.00 

27235.00 

41862.00 

58969.00 

85520.00 

 1861 

 1866 

 1871 

 1876 

C-4 
1881 

1886 

 1891 

 1896 

 1901 

 1906 

 1911 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  CAST IRON HORIZONTAL CHECK VALVE 
Bolted Cover 13% Cr. S.S. (AISI-410) Trim 
Flanged Ends as per DIN 2533 NP 16 RF. 
Body Tested to 26 kg/cm

2 
& Seat Tested 

to 16 Kg/cm
2 

Hyd. Max. Temp. 428°F 
(220°C). 

HSN CODE: 84813000 

1916 15 ½ 2157.00 

 1921 20 ¾ 2420.00 

 1926 25 1 2781.00 

 1931 32 1¼ 3934.00 

 1936 40 1½ 5066.00 

C-5 
(a) 

1941 

1946 

1951 

50 

65 

80 

2 

2½ 

3 

6483.00 

8822.00 

       12264.00 

 1956 100 4 15802.00 

 1961 125 5 23317.00 

 1966 150 6 33805.00 

 1971 200 8 53306.00 

 
 
 
 

C-5 
(b) 

 
 
 
 
 
 

 

CAST IRON HORIZONTAL CHECK VALVE 
Bolted Cover 13% Cr. S.S. (AISI-410) Trim 
Flanged Ends as per DIN 2532 NP 10 RF. 
Body Tested to 17 kg/cm2 & Seat Tested 
to 10 Kg/cm

2 
Hyd. 

Max. Temp. 428°F (220°C). 

HSN CODE: 84818030 

 
5271 

 
250 

 
10 

 
130560.00 

  
 
 
 
 
 

 

CAST IRON HORIZONTAL CHECK VALVE 
Bolted Cover S.S. (AISI-304) Trim 
Flanged Ends as per DIN 2533 NP-16 RF. 
Body Tested to 26 Kg/cm2 Hyd. and Seat 
Tested to 16 Kg/cm2 Hyd. Max. Temp. 
428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84818030 

2036 15 

20 

25 

32 

40 

50 

65 

80 

100 

125 

150 

200 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

3167.00 

3331.00 

3802.00 

5297.00 

7300.00 

8785.00 

       11607.00 

       15853.00 

19256.00 

27728.00 

45523.00 

70323.00 

 2041 

 2046 

 2051 

 2056 

C-6 
(a) 

2061 

2066 

2071 

 2076 

 2081 

 2086 

 2091 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 

 
C-6 
(b) 

 
 
 
 
 
 

 

CAST IRON HORIZONTAL CHECK VALVE 
Bolted Cover S.S. (AISI-304) Trim 
Flanged Ends as per DIN 2532 NP-10 RF. 
Body Tested to 17 Kg/cm

2 
Hyd. and Seat 

Tested to 10 Kg/cm
2 
Hyd. 

Max. Temp. 428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84818030 

 

5281 

 

250 

 

10 

 

194128.00 

  CAST IRON CHECK VALVE Angle Pattern 
Bolted Cover 13% Cr. S. S. (AISI-410) 
Trim Flanged Ends as per DIN 2533 NP 
16 RF. Body Tested to 26 Kg/cm

2 
& Seat 

Tested to 16 Kg/cm2 Hyd. Max. Temp. 
428°F (220°C), 

HSN CODE: 84818030 

2096 15 ½ 2460.00 

 2101 20 ¾ 2640.00 

 2106 25 1 3070.00 

 2111 32 1¼ 4328.00 

 2116 40 1½ 5573.00 

C-7 
2121 

2126 

50 

65 

2 

2½ 

7132.00 

9705.00 

 2131 80 3 13491.00 

 2136 100 4 17381.00 

 2141 125 5 25649.00 

 2146 150 6 33805.00 

 2151 200 8 53306.00 

  
 
 
 
 

 

CAST IRON CHECK VALVE Angle pattern, 
Bolted Cover S.S. (AISI-304) Trim 
Flanged Ends as per DIN 2533 NP-16 RF. 
Body tested to 26 Kg/cm2 & Seat Tested 
to 16 Kg/cm2 Hyd. Max. Temp. 428°F 
(220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84813000 

3026 15 

20 

25 

32 

40 

50 

65 

80 

100 

125 

150 

200 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

3484.00 

3664.00 

4183.00 

5826.00 

8031.00 

9665.00 

       12766.00 

17439.00 

21181.00 

30500.00 

45523.00 

70323.00 

 3031 

 3036 

 2961 

 3041 

C-8 
3046 

3051 

 3056 

 3061 

 3066 

 3071 

 3076 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 

 

CAST IRON ACCESSIBLE FEED CHECK 
VALVE Straight inlet Bolted Bonnet 
outside screw Yoke Type, with 13% Cr. 
S.S. (AISI-410) seat & stem. Hand wheel 
operated Flanged Ends as per B.S. 10 
Table ‘H’ Max. BOP 185 psig (13 kg/cm

2
). 

Max. Temp. 428°F (220°C). Tested to 
370 psig (26 kg/cm

2
)Hyd. 

HSN CODE: 84813000 

2396 25 1 13877.00 

 
2346 32 1¼ 17395.00 

 
C-9 

2211 40 1½ 22362.00 

 2401 50 2 31523.00 

 
2406 65 2½ 40033.00 

  
 

 

CAST IRON ACCESSIBLE FEED CHECK 
VALVE Curved inlet Bolted Bonnet out 
side screw Yoke Type, with 13% Cr. S.S. 
(AISI-410) seat & stem hand wheel 
operated Flanged Ends as per B.S. 10 
Table ‘H’ Max. BOP 185 psig (13 kg/cm2). 
Max. Temp. 428°F (220°C). Tested to 
370 psig (26 kg/cm2)Hyd. 

HSN CODE: 84813000 

2411 25 1 13877.00 

 
2416 32 1¼ 17395.00 

 
C-10 

2421 40 1½ 22362.00 

 2426 50 2 31523.00 

 
2431 65 2½ 40033.00 

  
 

 

CAST IRON ACCESSIBLE FEED CHECK 
VALVE with INSPECTION BRANCH 
Straight inlet Bolted Bonnet outside 
screw & Yoke Type, 13% Cr. S.S. (AISI- 
410) seat & stem hand wheel operated. 
Flanged Ends as per B.S. 10 Table ‘H’ 
Max. BOP 185 psig (13 kg/cm

2
). Max. 

Temp. 428°F(220°C). Tested to 370 psig 
(26 kg/cm2)Hyd. 

HSN CODE: 84813000 

2436 40 1½ 23533.00 

 2441 50 2 30818.00 

 
C-11 

2446 65 2½ 40687.00 

  CAST IRON ACCESSIBLE FEED CHECK 
VALVE with INSPECTION BRANCH 
Curved inlet Bolted Bonnet outside 
screw & Yoke Type, 13% Cr. S.S. (AISI- 
410) seat & stem hand wheel operated 
Flanged Ends as per B.S. 10 Table ‘H’ 
Max. BOP 185 psig (13 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 370 psig (26 kg/cm2) Hyd. 

HSN CODE: 84813000 

2451 40 1½ 23533.00 

 2456 50 2 30818.00 

 
C-12 

2461 65 2½ 40687.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 
 

 

 

CAST IRON ‘Y’ TYPE STRAINER with S.S. 
(AISI 304) screen, Flanged Ends as per 
BS-10 Table ‘F’ Max. BOP 150 psig 
(10.54kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to 300 psig (21.08 kg/cm

2
) Hyd. 

HSN CODE : 84818030 

2216 15 ½ 1688.00 
 2221 20 ¾ 2171.00 
 2226 25 1 2833.00 
 2231 32 1¼ 4586.00 
 2236 40 1½ 4663.00 

C-13 
2241 

2246 

50 

65 

2 

2½ 

7033.00 

       10774.00 
 2156 80 3 12277.00 
 2251 100 4 20366.00 
 2466 125 5 30874.00 
 2471 150 6 35583.00 

 2476 200 8 63344.00 

  
 
 
 

 

CAST IRON ‘Y’ TYPE STRAINER with S.S. 
(AISI-304) Screen, Screwed Female 
Ends BSP Parallel Threads. Max. BOP 
185 psig (13 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 370 psig (26 kg/cm2) Hyd. 

HSN CODE : 84818030 

2161 15 ½ 522.00 

 2166 20 ¾ 729.00 

C-14 
2171 

2176 

25 

32 

1 

1¼ 

         1094.00 

         1649.00 

 2181 40 1½ 2047.00 

 2186 50 2 3441.00 

  CAST IRON VERTICAL INVERTED 
BUCKET TYPE STEAM TRAP with 
Brass/S.S. (AISI-304) Bucket Screwed 
Female Ends BSP Parallel, Max. BOP 
13 kg/cm

2 
Max. Temp. 428° F (220°C). 

Tested to 26 kg/cm2 Hyd. 

Suitable for Vertical Installation. 

HSN CODE : 84811000 

2481 15 ½ 3082.00 

 2486 20 ¾ 4037.00 

 
C-15 

2191 

2491 

25 

32 

1 

1¼ 

6277.00 

       14918.00 

 2496 40 1½ 14918.00 

 2501 50 2 19157.00 

  
 

 

 

CAST IRON HORIZONTAL INVERTED 
BUCKET TYPE STEAM TRAP with S.S. 
(AISI-304) Bucket, Screwed Female BSP 
Parallel ENDS 
Max. BOP 13 kg/cm2 

Max. Temp. 220°C. 
Body Tested to 26 kg/cm2 Hyd. 

Suitable for Horizontal Installation. 

HSN CODE: 84818030 

7011 25 1 6573.00 

 
7016 40 1½ 15254.00 

C-15 
(a) 

7021 50 2 19247.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  CAST IRON PRESSURE REDUCING VALVE, 
PILOT CONTROLLED WITH METALLIC 
DIAPHRAGM AND S.S. (AISI-410) 
Working Parts, Flanged Ends to BS-10 
Table ‘F’ Max. steam working pressure 
185 psig (13 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 370 psig (26 kg/cm2)Hyd. 
Springs available for three reduced pressure 
ranges of 5/60, 20/80 & 40/125 on down 
stream. 

HSN CODE : 84811000 

2506 25 1 36300.00 

 
2511 40 1½ 57787.00 

 
C-16 

2516 50 2 62997.00 

 2521 65 2½ 90846.00 

 
2526 80 3 125188.00 

  

 

 

CAST IRON SPRING LOADED SINGLE 
POST SAFETY VALVE, Angle type with 
13% Cr. S.S. (AISI-410) seat and stem. 
Inlet Flange to BS 10 Table ‘F’. Outlet 
Flange to B.S. 10 Table ‘D’ Max set 
pressure 150 psig (10.54 kg/cm2). 
Max. Temp. 428°F (220°C). 
Tested to 300 psig (21.08 kg/cm2)Hyd . 
FULL LIFT. 

HSN CODE : 84814000 

2531 25 1 21333.00 

 2541 40 1½ 29313.00 

 2546 50 2 37352.00 

C-17 
2551 65 2½ 59198.00 

 
2556 80 3 76573.00 

 
2561 100 4 109829.00 

  
 

 

CAST IRON SPRING LOADED DOUBLE 
POST SAFETY VALVE with 13% Cr. S.S. 
(AISI-410) seat and stem, Max set 
pressure 150 psig (10.54 kg/cm

2
). 

Max. Temp. 428°F (220°C). 
Tested to 300 psig (21.08 kg/cm2)Hyd. 

FULL LIFT. 

HSN CODE : 84814000 

2566 25 1 38173.00 

 2576 40 1½ 59528.00 

C-18 
2581 

2586 

50 

65 

2 

2½ 

77846.00 

     128027.00 

 2591 80 3 190329.00 

 2596 100 4 292787.00 

  
 

 

 

CAST IRON STOP CUM NON RETURN 
VALVE St. pattern O/S and Yoke type 
Rising Stem and Back Seat Arrangement 
Renewable 13% Cr. S.S. (AISI-410) seat 
and stem, hand wheel operated. 
Flanged Ends as per DIN 2533 NP-16. 
R. F. Body Tested to 26 Kg/cm2 Hyd. 
Seat Tested to 16 Kg/cm2 Hyd. 
Max. Temp. 428°F (220°C). 

HSN CODE : 84813000 

3556 15 ½ 3199.00 
 3561 20 ¾ 3552.00 
 3566 25 1 3874.00 
 3571 32 1¼ 5706.00 
 3576 40 1½ 7143.00 

C-19 
(a) 

3581 

3586 

3591 

50 

65 

80 

2 

2½ 

3 

9121.00 

       13054.00 

       16513.00 
 3596 100 4 24167.00 
 3601 125 5 28797.00 
 150 6 41251.00 

3606 
 200 8 68613.00 

3611 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

 
C-19 
(b) 

 CAST IRON STOP CUM NON RETURN 
VALVE St. pattern O/S, Yoke Type Rising 
Stem and Back Seat Arrangement 
Renewable 13% Cr. S.S. (AISI-410) seat 
and stem, hand wheel operated, 
Flanged Ends as per DIN 2532 NP-10. 
R. F. Body. Tested to 17 Kg/cm

2 
Hyd. 

Seat Tested to 10 Kg/cm
2 
Hyd. 

Max. Temp. 428°F (220°C). 

HSN CODE: 84813000 

 
5291 

 
250 

 
10 

 
161749.00 

  
 
 
 
 

 

 

CAST IRON STOP CUM NON RETURN 
VALVE St. pattern O/S, Yoke Type, Rising 
Stem and Back Seat Arrangement, 
Renewable S.S. (AISI-304) seat and 
stem, hand wheel operated. Flanged 
Ends as per DIN 2533 NP-16 R.F. Body 
Tested to 26 Kg/cm2 Hyd. 
Seat Tested to 16 Kg/cm

2 
Hyd. 

Max. Temp. 428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84813000 

3991 15 ½ 4235.00 

 3996 20 ¾ 4704.00 

 4001 25 1 5132.00 

 4006 32 1¼ 7550.00 

 4011 40 1½ 9453.00 

C-20 4016 50 2 12082.00 

(a) 4021 65 2½ 17278.00 

 4026 80 3 21863.00 

 4031 100 4 31996.00 

 4036 125 5 39116.00 

 4041 150 6 54615.00 

 4046 200 8 90848.00 

 
 
 

 
C-20 
(b) 

 
 
 
 
 

 

CAST IRON STOP CUM NON RETURN 
VALVE St. pattern O/S, Yoke Type Rising 
Stem and Back Seat Arrangement, 
Renewable S.S. (AISI-304) seat and 
stem, hand wheel operated. Flanged 
Ends as per DIN 2532 NP-10 R.F. Body. 
Tested to 17 Kg/cm2 Hyd. 
Seat Tested to 10 Kg/cm2 Hyd. 
Max. Temp. 428°F (220°C). 

(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84813000 

 

 
5301 

 

 
250 

 

 
10 

 

 
193964.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 

 

CAST IRON STOP CUM NON RETURN 
VALVE Right Angle Pattern O/S, Yoke 
Type, Rising Stem and Back Seat 
Arrangement. Renewable 13% Cr. S.S. 
(AISI-410) seat and stem, hand wheel 
operated Flanged Ends as per DIN 2533 
NP-16 R.F. Body. 
Tested to 26 Kg/cm2 Hyd. 
Seat Tested to 16 Kg/cm

2 
Hyd. 

Max. Temp. 428°F (220°C). 

HSN CODE: 84813000 

4051 15 ½ 3257.00 
 4056 20 ¾ 3618.00 
 4061 25 1 3946.00 
 4066 32 1¼ 5812.00 
 4071 40 1½ 7276.00 

C-21 
4076 
4081 

50 
65 

2 
2½ 

9289.00 
       13295.00 

 4086 80 3 16818.00 
 4091 100 4 24614.00 
 4096 125 5 29330.00 
 4101 150 6 42016.00 
 4106 200 8 69884.00 
  

 
 

 

CAST IRON STOP CUM NON RETURN 
VALVE Right Angle pattern O/S, Yoke 
Type, Rising Stem and Back Seat 
Arrangement. Renewable S.S. (AISI-304) 
seat and stem, hand wheel operated 
Flanged Ends as per DIN 2533 NP-16 R.F. 
Body.  Tested  to  26  Kg/cm2     Hyd.  Seat. 
Tested  to  16  kg/cm2     Hyd.  Max.  Temp. 
428°F (220°C). 
(This product can also be ordered with 
Bronze working parts) 

HSN CODE: 84813000 

4171 15 ½ 4235.00 
 4176 20 ¾ 4704.00 
 4181 25 1 5132.00 
 4186 32 1¼ 7550.00 
 4191 40 1½ 9453.00 

C-22 
4196 
4201 

50 
65 

2 
2½ 

       12082.00 
17278.00 

4206 80 3 21863.00  

 4211 100 4 31996.00 
 4216 125 5 39116.00 
 4221 150 6 54615.00 
 4226 200 8 90848.00 

  
 
 
 

 

CAST IRON VERTICAL LIFT CHECK 
VALVE with 13% Cr. S.S. (AISI-410) trim. 
Flanged Ends as per BS-10 Table H. Body 
Tested to 26 Kg/cm2 Hyd. 
Seat Tested to 16 Kg/cm

2 
Hyd. 

Max. Temp. 428°F (220°C). 

HSN CODE: 84813000 

1002 25 1 5295.00 

 3616 40 1½ 7097.00 

 3621 50 2 10793.00 

 3626 65 2½ 18180.00 

C-23 3631 80 3 20830.00 

 3636 100 4 33136.00 

 3641 125 5 49570.00 

 3646 150 6 58158.00 

 3651 200 8 99567.00 

  
 

 

 

CAST IRON MOISTURE SEPARATOR 
Flanged Ends as per BS-10 Table ‘H’ 
Body Tested to 26 Kg/cm2. 
Max. working Pressure 13 Kg/cm2 

steam. 

HSN CODE: 84818030 

5101 25 1 5376.00 
 5106 40 1½ 9776.00 
 5111 50 2 17002.00 

C-24 
5116 

5121 

65 

80 

2½ 

3 

28276.00 

29926.00 
 5126 100 4 47506.00 
 5127 150 6 128205.00 

 5128 200 8 207172.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 
 
 
 

 

CAST IRON SWING CHECK VALVE with 
13% Cr. S.S. (AISI-410) Trim Bolted 
cover, Flanged Ends to BS-10 Table ‘F’. 
Body Tested to 300 psig (21.08 kg/cm

2
). 

Hyd. Seat Tested to 150 psig 
(10.54 kg/cm

2
) Hyd. 

M a x . Te m p .   4 2 8 ° F   ( 2 2 0 ° C ) . 

HSN CODE: 84813000 

7026 40 1½ 5443.00 

 7031 50 2 8214.00 

 7036 65 2½ 10905.00 

 7041 80 3 13266.00 

 
C-25 

7046 

7051 

100 

125 

4 

5 

18400.00 

24305.00 

 7056 150 6 25759.00 

 7061 200 8 52701.00 

 7066 250 10 14108.00 

 7071 300 12 211613.00 

  
 
 
 
 
 

 

CAST IRON BUTTERFLY VALVE wafer 
type (without lugs) having M.I. seat and 
Nitrile Rubber Lined sleeve. Body 
Tested 15 Bar Gauge & seat Tested 11 
Bar Gauge. 
Max. Working Pressure 10 Bar Gauge. 

(With our own works test certificate) 

Note : Rates for Butterfly valves with EPDM 
Sleeve will be charged 10% extra. 

Rates for worm gear will be charged extra 
@ Rs. 400/- from 40 mm to 100 mm and 
@ Rs. 600/- from 125 mm to 250 mm 

300 mm and above size with worm gear unit. 

HSN CODE: 84818030 

5131 40 1½ 2460.00 
 5136 50 2 2818.00 
 5141 65 2½ 3054.00 
 5146 80 3 3290.00 
 5151 100 4 4231.00 
 5156 125 5 4937.00 

C-26 5161 

5166 

150 

200 

6 

8 

5634.00 

       12680.00 
 5171 250 10 27730.00 
 5176 300 12 36228.00 
 5181 350 14 63613.00 
 5186 400 16 77526.00 

 7076 500 20 148941.00 

  
 
 
 
 

 

 

CAST IRON BUTTERFLY VALVE wafer 
type (without lugs) having 13% Cr. S.S. 
(Investment Casting) seat and Nitrile 
Rubber Lined sleeve. Body Tested 15 
Bar Gauge & Seat Tested 11 Bar Gauge. 
Max. Working Pressure 10 Bar Gauge. 

(With our own works test certificate) 

Note : Rates for Butterfly valves with EPDM 
Sleeve will be charged 10% extra. 

Rates for worm gear will be charged extra 
@ Rs. 400/- from 40 mm to 100 mm and 
@ Rs. 600/- from 125 mm to 250 mm 

300 mm and above size with worm gear unit. 

HSN CODE: 84818030 

5191 40 1½ 2586.00 
 5196 50 2 2963.00 
 5201 65 2½ 3193.00 
 5206 80 3 3497.00 
 5211 100 4 4485.00 
 5216 125 5 5594.00 

C-27 5221 

5226 

150 

200 

6 

8 

6310.00 

       14323.00 
 5231 250 10 29073.00 
 5236 300 12 38016.00 
 5241 350 14 69577.00 
 5246 400 16 83491.00 

 7081 500 20 164385.00 
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‘WJ' 
CAST IRON BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  

 

 

CAST   IRON   SLUICE   VALVE,   bolted 
bonnet, inside screw Non Rising Stem, 
with 13% Cr. S.S. (AISI-410) stem. Gun 
Metal working parts. Flanged Ends & 
conforming to IS : 14846-2000 PN-10. 
Body Tested 1.5 Mpa, Seat Test Pressure 
1.0 Mpa Hyd. 

(With our own works test certificate) 

Face to face as per PD (Preferred 
Dimension) Short Body. 

HSN CODE: 84818030 

7086 50 2 8869.00 

 7091 65 2½ 12211.00 

 7096 80 3 13792.00 

 7101 100 4 20973.00 

C-28 7106 

7111 

125 

150 

5 

6 

23995.00 

27195.00 

 7116 200 8 43528.00 

 7121 250 10 68875.00 

 7126 300 12 82471.00 

  

 

CAST IRON GATE VALVE, outside screw 
and Yoke Type, Rising Stem, with 13% 
Cr. S.S. (AISI-410) Stem. Gun Metal 
working parts. Flanged Ends. Face to 
Face as per IS:14846-2000, PN-10 body 
Tested to 1.5 Mpa, Seat Tested to 1.0 
Mpa Hyd. 

(With our own works test certificate) 

Note : Can be supplied with Flanges to 
PN-10, PN-16 & Class-125 

HSN CODE: 84818030 

7131 50 2 14043.00 

 7136 65 2½ 14824.00 

 7141 80 3 20620.00 

 7146 100 4 29864.00 

C-29 7151 

7156 

125 

150 

5 

6 

40526.00 

51366.00 

 7161 200 8 71629.00 

 7166 250 10 128329.00 

 7171 300 12 172409.00 

  

 

 

CAST IRON WAFER TYPE CHECK VALVE, 
Body Tested to 15 Bar Gauge, Seat 
Tested to 11 Bar Gauge Hyd. Max. 
Working Pressure 10 Bar Gauge. 

(With our own works test certificate) 

HSN CODE: 84818030 

5421 40 1½ 1927.00 
 5426 50 2 2567.00 
 5431 65 2½ 3062.00 
 5436 80 3 3804.00 

C-30 
5441 
5446 

100 
125 

4 
5 

5646.00 
7489.00 

 5451 150 6 9259.00 
 5456 200 8 15881.00 
 5461 250 10 23370.00 

 5466 300 12 33492.00 

  

 

CAST IRON BALL FLOAT STEAM TRAP 
with (AISI-304) Screwed Female ends 
BSP Parallel. Max. BOP 13kg/cm2. 
Max. Temp. 4280F (2200C). 

Tested to 26 Kg/cm2 Hyd. 

HSN CODE: 84818030 

5471 

5476 

15 

20 

½ 

¾ 

7325.00 

7325.00 

C-31 
 5481 25 1 10617.00 

 WJ 
5486 40 1½ 33623.00 

  5491 50 2 41001.00 
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‘WJ' 
CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  
 
 

 

 

CAST CARBON STEEL (A-216GR. WCB) 
GLOBE VALVE to BS 5160/DIN 2401 PN- 
40, 13% Cr. S.S. (AISI-410) trim. O/S, 
Yoke Type Rising Stem with Back Seat 
Arrangement. Bolted Bonnet, integral 
flanges as per B.S. : 4504 : Part-1 Table 
40/1/DIN-2545 PN-40 RF Drilled. Body 
Test Pressure 60 Kg/cm2 Hyd. 
Seat and Back Seat   Test   Pressure 
40 Kg/cm

2 
Hyd. 

Max. Temp. 800°F (425°C). 

HSN CODE: 84818030 

2296 15 ½ 4895.00 
 2301 20 ¾ 5577.00 
 2306 25 1 6899.00 
 2266 32 1¼ 9352.00 
 2311 40 1½ 10957.00 
 2316 50 2 13990.00 

CS-1 
2321 
2256 

65 
80 

2½ 
3 

21796.00 
26638.00 

 2326 100 4 36327.00 
 2331 125 5 50766.00 
 2336 150 6 81855.00 
 2341 200 8 148706.00 
 5311 250 10 262727.00 
 5316 300 12 333000.00 
  

 
 
 

 

 

CAST CARBON STEEL (A-216GR. WCB) 
HORIZONTAL LIFT CHECK VALVE to BS 
5160/DIN-2401 PN-40, Bolted Cover 
13% Cr. S.S. (AISI-410) trim. Flanges as 
per BS-4504 Part-I, Table 40/1/DIN 
2545 PN-40 RF Drilled. Body Test 
Pressure 60 Kg/cm2 and Seat Test 
Pressure 40 kg/cm

2 
Hyd. 

Max. Temp. 800°F (425°C). 

HSN CODE: 84813000 

2641 15 
20 
25 
32 
40 
50 
65 
80 

100 
125 
150 
200 
250 
300 

½ 
¾ 
1 

1¼ 
1½ 
2 

2½ 
3 
4 
5 
6 
8 

10 
12 

4963.00 
5239.00 
6370.00 
7939.00 
9239.00 

       12615.00 
18692.00 
24304.00 
34561.00 
48718.00 
78402.00 

     148979.00 
242050.00 
307324.00 

 2646 
 2651 
 2656 
 2661 
 2201 

CS-2 
2666 
2671 

 2206 
 2676 
 2681 
 2686 
 5321 
 5326 

  
 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
GLOBE VALVE Right Angle pattern to BS- 
5160/DIN 2401 PN-40, 13% Cr. S.S. 
(AISI-410) trim. O/S, Yoke Type Rising 
Stem, Bolted Bonnet, Integral Flanges 
as per B.S. : 4504 : Part-1 Table 
40/1/DIN-2545   PN-40   R.F.   Drilled. 
Body Test Pressure 60 Kg/cm2 Hyd. 
Seat and Back Seat   Test   Pressure 
40 Kg/cm2 Hyd. 
Max. Temp. 800°F (425°C). 

HSN CODE: 84818030 

3656 15 ½ 6021.00 

 3661 20 ¾ 6510.00 

 3666 25 1 7707.00 

 3671 32 1¼ 10856.00 

 3676 40 1½ 11317.00 

CS-3 
3681 

3686 

50 

65 

2 

2½ 

       14732.00 

23116.00 

 3691 80 3 25513.00 

 3696 100 4 38480.00 

 3701 125 5 58926.00 

 3706 150 6 84820.00 

 3711 200 8 157050.00 

[ 25 ] 



‘WJ' 
CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  CAST CARBON STEEL (A-216 GR. WCB) 
LIFT CHECK VALVE right angle pattern to 
BS-5160/DIN-2401. PN-40 Bolted cover 
13% Cr. S.S. (AISI-410) Trim. Integral 
Flanges as per BS-4504 Part-1 Table 
40/1/DIN 2545 PN-40 R.F. Drilled. Body 
Test Pressure 60 Kg/cm

2 
Hyd. 

Seat Test Pressure 40 Kg/cm
2 
Hyd. 

Max. Temp. 800°F (425°C). 

HSN CODE: 84818030 

3716 15 ½ 5958.00 
  3721 20 ¾ 6407.00 
  3726 25 1 7722.00 
  3731 32 1¼ 10927.00 
  3736 40 1½ 12011.00 

CS-4 WJ 3741 
3746 

50 
65 

2 
2½ 

       14969.00 
23735.00 

  3751 80 3 27607.00 
  3756 100 4 40676.00 
  3761 125 5 61455.00 
  3766 150 6 84819.00 
  3771 200 8 157748.00 
  CAST CARBON STEEL (A-216GR. WCB) 

STOP CUM NON RETURN VALVE St. 
pattern to BS-5160/DIN-2401 PN-40, 
Bolted Bonnet, O/S & Yoke Type, Rising 
Stem with Back Seat Arrangement. 
Integral Flanges as per BS-4504 Part-I, 
Table 40/1/DIN 2545. PN-40. R.F. Drilled. 
Body Test Pressure 60 Kg/cm2 Hyd. 
Seat   and   Back   Seat   Test   Pressure 
40 Kg/cm2 Hyd. 
Max. Temp. 800°F (425°C). 

HSN CODE: 84818030 

3776 15 ½ 10447.00 
  3781 20 ¾ 10969.00 
  3786 25 1 17550.00 
  3791 32 1¼ 19867.00 
  3796 40 1½ 24964.00 

CS-5 
 3801 

3806 
50 
65 

2 
2½ 

27589.00 
41516.00 

 WJ 3811 
3816 

80 
100 

3 
4 

62828.00 
83118.00 

  3821 125 5 106781.00 
  3826 150 6 156417.00 
  3831 200 8 264799.00 
  CAST CARBON STEEL (A-216 GR. WCB) 

STOP CUM NON RETURN VALVE right 
angle pattern to BS-5160/DIN 2401. PN- 
40, Bolted Bonnet, O/S & Yoke Type, 
Rising Stem, Integral Flanges as per B.S.- 
4504, Part-1 Table 40/1/DIN-2545 PN-40 
R.F. Drilled.  Body   Test   Pressure 
60 Kg/cm2 Hyd. 
Seat   and   Back   Seat   Test   Pressure 
40 Kg/cm2 Hyd. 
Max. Temp. 800°F (425°C). 

HSN CODE: 84818030 

3836 15 ½ 10871.00 
  3841 20 ¾ 11723.00 
  3846 25 1 17550.00 
  3851 32 1¼ 20449.00 
  3856 40 1½ 25767.00 

CS-6 
 3861 

3866 
50 
65 

2 
2½ 

30901.00 
45429.00 

 WJ 3871 80 3 64012.00 
 3876 100 4 91155.00 

 

  3881 125 5 104820.00 
  3886 150 6 156649.00 
  3891 200 8 255633.00 

  CAST CARBON STEEL (A-216 GR. WCB) 
PARALLEL SLIDE BLOW DOWN VALVE with 
SS/Monal working parts, Rack and Pinion 
operated Flanged Ends. Flanges to B.S. 10 
Table ‘J’ Max. BOP-350 psig. (24.6 kg/cm

2
) 

Max. Temp. 800°F (425°C). Tested to 700 
psig (49.2 kg/cm

2
) with key. 

HSN CODE: 84818030 

2691 25 1 14720.00 

  2696 32 1¼ 22101.00 

CS-7  2701 40 1½ 28258.00 

(a)  
WJ 

2706 50 2 36079.00 

  2711 65 2½ 49966.00 
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‘WJ' 
CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

  CAST CARBON STEEL (A-216 GR. WCB) 
PARALLEL SLIDE BLOW DOWN VALVE with 
SS/Monal working parts, Rack and Pinion 
operated Flanged Ends. Flanges to Class 
300. Body Tested Pressure 76 Bar Gauge 
Sheet 55 Bar Gauge. Max. Temp. 425°C. 
HSN CODE: 84818030 

2712 25 1 16857.00 

CS-7 
(b) 

 
 
 

WJ 

2713 

2714 

2715 

32 

40 

50 

1¼ 

1½ 

2 

25307.00 

32354.00 

41312.00 

  2716 65 2½ 57212.00 
  

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
‘Y’ TYPE STRAINER with S.S. (AISI-304) 
Screen Flanged Ends. Flanges to B.S. 10 
Table ‘J’, Max BOP 350 psig 
(24.6 kg/cm

2
). 

Max. Temp. 800°F (425°C). 
Tested to 700 psig (49.2 kg/cm2) Hyd. 

HSN CODE: 84818030 

2720 25 1 7355.00 
 2721 40 1½ 11200.00 
 2726 50 2 13143.00 

CS-8 
2731 
2261 

65 
80 

2½ 
3 

       17546.00 
23901.00 

 2736 100 4 38140.00 
 2741 125 5 66569.00 
 2746 150 6 82815.00 
 2751 200 8 182368.00 

 
 
 
CS-9 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
SLEEVE PACKED WATER LEVEL GAUGE, 
Flanged Ends to BS-10 Table ‘J’ with 
Automatic shut off in the wat

2
er arm. 

Suitable for 350 psig (24.6 kg/cm ) Steam 
Pressure. 
Max. Temp. 800°F (425°C). 
Tested to 700 psig (49.2 kg/cm2)Hyd. 
Please state L.H. or R.H. operated. 
Spare moulded sleev at extra cost of Rs. 575/- net 

HSN CODE: 84818030 

 
2836 

 
20 

 
¾ 

 
18380.00 

  

 

CAST CARBON STEEL (A-216 GR. WCB) 
PRESSURE  REDUCING  VALVE,   Pilot 
Controlled with Metallic Diaphragm and 
S.S. (AISI-410) working parts, Flanged Ends 
to BS-10 Table ‘J’ Max. Steam Working 
Pressure 24.6 Kg/cm2. (350 psig) Max. 
Temp. 800°F (425°C). 
Tested to 49.2 Kg/cm2 (700 psig) Hyd. 
(Springs available for three reduced Pressure 
Ranges of 5/60, 20/80, 40/125 or Down Steam). 

HSN CODE: 84818030 

3381 25 1 69345.00 

 3386 40 1½ 83352.00 

 3391 50 2 104765.00 

CS-10 3396 65 2½ 161844.00 

 3401 80 3 203334.00 

  

 

CAST CARBON STEEL (A-216GR. WCB) 
ACCESSIBLE FEED CHECK VALVE Straight 
Inlet Bolted Bonnet outside screw, Yoke 
Type with 13% Cr. S.S. (AISI-410) Seat & 
Stem, Hand Wheel Operated Flanged Ends 
to BS-10 Table ‘J’ Max. Steam Working 
Pressure 24.6 Kg/cm

2 
(350 psig). 

Max. Temp. 800°F (425°C). 
Tested to 49.2 Kg/cm2 (700 psig) Hyd. 
HSN CODE : 84813000 

2936 25 1 27580.00 

 2941 40 1½ 36795.00 

CS-11 2926 50 2 46410.00 

 2946 65 2½ 55767.00 

 2951 80 3 82126.00 
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Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
 

CS-12 

 
 
 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
GLOBE VALVE Class-150 to B.S. 1873 
outside screw, Yoke Type, Rising Stem 
with Back Seat Arrangement. Bolted 
Bonnet, 13% Cr. S.S. (AISI-410) Trim. Plug 
type Disc. Flanges as per B.S. 1560/ANSI-B 
16.5 Cl. 150 Raised Face. Body Test 
Pressure, 30 Bar Guage Seat Test Pressure 
22 Bar Guage Hyd. 
Max. Temp.5000F (2600C). 

Note: Upto 400mm Size Hand Wheel Operated 
Rates for Gear will be charged extra. 
Rs. 10500/- from 350mm to 400mm. 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE : 84818030 

2952 
2735 
2953 
2756 

2761 
2766 
2771 

2776 
2781 
2786 

2791 
5331 
5336 

3917 
3918 

25 

32 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

350 

400 

1 

1¼ 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

14 

16 

7837.00 

       11749.00 

       12861.00 

       16794.00 

25241.00 

28175.00 

40305.00 

57303.00 

72240.00 

     121726.00 

233518.00 

333960.00 

444979.00 

604406.00 

 
 
 
 
CS-13 

 
 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
GLOBE VALVE Class-300 to B.S. 1873 
outside screw Yoke Type, Rising Stem 
with Back Seat Arrangement. Bolted 
Bonnet, 13% Cr. S.S. (AISI-410) trim. 
Plug type Disc. Flanges as per B.S. 
1560/ANSI-B 16.5 Cl-300. Raised Face. 
Body Test Pressure 76 Bar Guage Seat 
Test Pressure 55 Bar Guage Hyd. 
Max. Temp.800

0
F (425

0
C). 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE : 84818030 

5337 

2796 

2801 

2806 

2811 

2816 

2821 

2826 

2831 

5341 

5346 

25 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

1 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

       10668.00 

       17450.00 

21398.00 

29957.00 

35928.00 

51590.00 

71647.00 

96283.00 

     149325.00 

320652.00 

439141.00 

 
 
 
 
CS-14 

 
 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
GLOBE VALVE Class-600 to B.S. 1873 
outside screw Yoke Type, Rising Stem 
with Back Seat Arrangement. Bolted 
Bonnet 13% Cr. S.S. (AISI-410) trim. Plug 
type Disc. Flanges as per B.S. 
1560/ANSI-B 16.5 Class-600. Raised 
Face. Body Test Pressure 155 Bar 
Guage. Seat Test Pressure 113 Bar 
Guage Hyd. 
Max. Temp.8000F (4250C). 
Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE : 84818030 

7176 

7181 

7186 

7191 

7196 

7201 

7206 

7211 

7216 

7221 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

20265.00 

28197.00 

39956.00 

52431.00 

94087.00 

     177126.00 

196956.00 

313159.00 

534206.00 

766589.00 
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CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
 

CS-15 

 
 

 

 

CAST CARBON STEEL (A-216GR. WCB) 
GATE VALVE Class-150 to BS-1414/API- 
600, Outside Screw, Yoke Type, Rising 
Stem with Back Seat Arrangement. Bolted 
Bonnet, 13% Cr. S.S. (AISI-410) Trim. Solid 
Wedge. Flanges as per BS-1560/ANSI-B 
16.5 Class-150. Raised Face. Body Test 
Pressure 30 Bar Gauge seat & Back seat 
22 Bar Gauge. 
Max. Temp.5000F (2600C). 
Note: Upto 450mm Size Hand Wheel Operated 
Rates for Gear will be charged extra. 
Rs. 12500/- from 350mm to 450mm. 
Size 500mm provided with Gear. 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE : 84818030 

2351 
2356 
2361 
2366 
2371 
2376 
2381 
2386 
5351 

5356 
3921 
3922 
3923 
3924 

40 
50 
65 

80 
100 
125 
150 
200 
250 

300 

350 
400 
450 
500 

1½ 
2 

2½ 

3 
4 
5 
6 
8 

10 

12 

14 
16 
18 
20 

       16869.00 
19783.00 
23811.00 

29680.00 
38102.00 
50931.00 
61328.00 
84230.00 

     148071.00 

207969.00 

432385.00 
629078.00 
725487.00 

   1176280.00 

 
 
 
 

CS-16 

 CAST CARBON STEEL (A-216 GR. WCB) 
GATE VALVE Class-300 to BS-1414/API 
600, Out side screw, Yoke Type, Rising 
Stem with Back Seat Arrangement. 
Bolted Bonnet, 13% Cr. S.S. (AISI-410) 
Trim. Solid Wedge. Flanges as per BS- 
1560/ANSI-B 16.5 Class-300. Raised 
Face. 
Body Test Pressure 76 Bar Gauge. 
Seat and Back Seat 55 Bar Gauge. 
Max. Temp.8000F (4250C). 

Note : Rate for Stellite will be charged 15% Extra. 

Rates for Gear will be charged Extra. 

HSN CODE : 84818030 

3341 

3346 

3351 

3356 

3361 

3366 

3371 

3376 

5361 

5366 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

23514.00 

30354.00 

35747.00 

39223.00 

55708.00 

93182.00 

98058.00 

     148931.00 

346698.00 

453005.00 

 
 
 
 

CS-17 

 
 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
GATE VALVE Class-600 to BS-1414/API- 
600, Outside Screw, Yoke Type, Rising 
Stem with Back Seat Arrangement. Bolted 
Bonnet, 13% Cr. S.S. (AISI-410) Trim, Solid 
Wedge. Flanges as per BS-1560/ANSI-B 
16.5 Class-600. Raised Face. 
Body Test Pressure 155 Bar Gauge. 
Seat and Back Seat 113 Bar Gauge. 
Max. Temp.8000F (4250C). 

Note : Rate for Stellite will be charged 15% Extra. 

*Rate for Gear will be charged 15% from 40 mm to 
200 mm. 

*Rates for 250 mm & 300 mm are inclusive with Gear. 

HSN CODE : 84818030 

4646 

4651 

4656 

4661 

4666 

4671 

4676 

4681 

7226 

7231 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

25337.00 

33548.00 

48195.00 

63904.00 

78483.00 

     131401.00 

     161223.00 

302710.00 

459106.00 

731170.00 

[ 29 ] 



‘WJ' 
CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

 
CS-18 

 
 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
SWING CHECK VALVE Class -150 to BS- 
1868/API-6D. Bolted cover 13% Cr. S.S. 
(AISI-410) trim. Flanges as per BS- 
1560/ANSI B 16.5 Class-150 Raised 
Face. 
Max. Temp.5000F (2600C). 

Body Test Pressure 30 Bar Gauge and 
Seat Test Pressure 22 Bar Gauge Hyd. 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE: 84813000 

4686 
4691 
4696 
4701 
4706 
4711 
4716 
4721 
5371 
5376 
3925 
3926 
3927 
3928 

40 
50 
65 
80 

100 
125 
150 
200 
250 
300 
350 
400 
450 
500 

1½ 
2 

2½ 
3 
4 
5 
6 
8 

10 
12 
14 
16 
18 
20 

       10255.00 
       14333.00 

19858.00 
23228.00 
32793.00 
43003.00 
52871.00 
91495.00 

     177057.00 
217051.00 
442557.00 
574818.00 
693995.00 
916120.00 

 
 

 
CS-19 

 
 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
SWING CHECK VALVE Class -300 to BS- 
1868/API-6D. Bolted cover 13% Cr. S.S. 
(AISI-410) trim. Flanges as per BS- 
1560/ANSI B 16.5 Class-300 Raised 
Face. 
Max. Temp.8000F (4250C). 

Body Test Pressure 76 Bar Gauge and 
Seat Test Pressure 55 Bar Gauge Hyd. 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE: 84813000 

7236 

7241 

7246 

7251 

7256 

7261 

7266 

7271 

7276 

7281 

40 

50 

65 

80 

100 

125 

150 

200 

250 

300 

1½ 

2 

2½ 

3 

4 

5 

6 

8 

10 

12 

       15444.00 

20832.00 

29760.00 

38266.00 

52282.00 

70293.00 

94938.00 

     138298.00 

210705.00 

318825.00 

 
 

 
CS-20 

 CAST CARBON STEEL (A-216 GR. WCB) 
SWING CHECK VALVE Class -600 to BS- 
1868/API-6D. Bolted cover 13% Cr. S.S. 
(AISI-410) trim. Flanges as per BS- 
1560/ANSI B 16.5 Class-600 Raised 
Face. 
Max. Temp.8000F (4250C). 

Body Test Pressure 155 Bar Gauge and 
Seat Test Pressure 113 Bar Gauge Hyd. 

Note : Rate for Stellite will be charged 15% Extra. 

HSN CODE: 84813000 

7286 

7291 

7296 

7301 

7306 

7311 

7316 

7321 

7326 

40 

50 

65 

80 

100 

150 

200 

250 

300 

1½ 

2 

2½ 

3 

4 

6 

8 

10 

12 

21112.00 

30409.00 

41094.00 

45059.00 

77650.00 

     164942.00 

282548.00 

424819.00 

542145.00 
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CAST STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

 
CS-21 

 
 

 

CAST CARBON STEEL (A-216GR. WCB) 
SPRING LOADED SINGLE POST POP 
TYPE SAFETY VALVE, Angle Type with 
13% Cr. S.S. (AISI-410) Seat and Stem. 
Inlet Flange to BS-10 Table ‘J’ and Outlet 
Flange to BS-10 Table ‘D’ Max. set 
Pressure 17.58 Kg/cm

2 
(250 PSIG). Body 

Tested to 35.15 Kg/cm2 (500 PSIG) Hyd. 

FULL LIFT. 

Max. Temp. 8000F (4250C). 

HSN CODE: 84814000 

4638 

4569 

4639 

4242 

4241 

4640 

7331 

25mm x 40 mm 

40mm x 50 mm 

50mm x 80 mm 

65mm x 90 mm 

80mm x 100 mm 

100mm x 150 mm 

150mm x 200 mm 

34582.00 

43232.00 

56177.00 

       66753.00 

82301.00 

     125104.00 

218607.00 

 
 

 
CS-22 

 
 

 

CAST CARBON STEEL (A-216 G. WCB) 
SPRING LOADED SINGLE POST POP 
TYPE SAFETY VALVE, Angle type with 
13% Cr. S.S. (AISI-410) Seat & stem. Inlet 
Flange Class-300 & Outlet Flange Class- 
150. Max set Pressure 17.58 Kg/cm

2 

(250 psig). Body Tested to 35.15 Kg/cm
2 

(500 psig) Hyd. 
FULL LIFT. 
Max. Temp. 800

0
F (425

0
C). 

HSN CODE: 84814000 

3929 

3930 

3931 

3932 

3933 

3934 

3935 

25mm x 40 mm 

40mm x 50 mm 

50mm x 80 mm 

65mm x 90 mm 

80mm x 100 mm 

100mm x 150 mm 

150mm x 200 mm 

38393.00 

48023.00 

62497.00 

74606.00 

93502.00 

     140252.00 

239085.00 

 
 

 
CS-23 

 
 

 

CAST CARBON STEEL (A-216 G. WCB) 
SPRING LOADED SINGLE POST POP 
TYPE SAFETY VALVE, Angle type with 
13% Cr. S.S. (AISI-410) Seat & stem. Inlet 
Flange Class-300 & Outlet Flange Class- 
150. Max set Pressure 17.58 Kg/cm2 

(250 psig). Body Tested to 35.15 Kg/cm2 

(500 psig) Hyd. 

FULL LIFT. 

Max. Temp. 8000F (4250C). 

HSN CODE: 84814000 

3936 

 
3937 

 
3938 

 
3939 

25mm x 50 mm 

40mm x 65 mm 

40mm x 80 mm 

50mm x 100 mm 

42391.00 

 
50383.00 

 
57893.00 

 
89141.00 

 
 

 
CS-24 

 
 
 

 

   
 

 

 
 

 

 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
VERTICAL INVERTED BUCKET TYPE 
STEAM TRAP with S.S. (AISI-304) bucket 
Screwed Female Ends. BSP Parallel 
Threads. 
Max BOP 24.6 Kg/cm2. 
Max. Temp. 4250C. (8000F). 

Body Tested to 49.2 Kg/cm2. 

Suitable for Vertical Installation. 

HSN CODE: 84818030 

7336 

 
7341 

 
7346 

25 

 
40 

 
50 

1 

 
1½ 

 
2 

8043.00 

 
       18647.00 

 
23596.00 
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Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

CS-25 

 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
HORIZONTAL INVERTED BUCKET TYPE 
STEAM TRAP with S.S. (AISI-304) Bucket 
Screwed Female Ends. BSP Parallel 
Threads. 
Max. BOP 24.6 Kg/cm2 

Max. Temp. 4250C. (8000F). 
Body Tested to 49.2 Kg/cm2 Hyd. 
Suitable for Horizontal Installation. 

 25 

 
40 

 
50 

1 

 
1½ 

 
2 

6385.00 

 
14878.00 

 
19107.00 

 
 

CS-26 

 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
VERTICAL LIFT CHECK VALVE with 13% 
Cr. S.S. (AISI-410) Trim. Flanged Ends as 
per BS-10 Table ' J'. 
Max. B.O.P. 24.6 Kg/cm

2 
(350 psig). 

Max. Temp. 4250C (8000F) 
Tested to 49.2 Kg/cm

2 
Hyd. (700 psig). 

HSN CODE: 84818030 

7366 
7371 
7376 
7381 
7386 
7391 
7396 
7401 
7406 

25 
40 
50 
65 
80 

100 
125 
150 
200 

1 
1½ 
2 

2½ 
3 
4 
5 
6 
8 

6166.00 
7414.00 

       11260.00 
18926.00 
21746.00 
34624.00 
51736.00 
60695.00 

     103951.00 

 
 

CS-27 

 
 

 

CAST CARBON STEEL (A-216 GR. WCB) 
Y-TYPE STRAINER with S.S. (AISI-304) 
perforated Screen Flanged Ends to BS- 
1560/ANSI B 16.5 Class-150, Raised 
Face. Body Test Pressure 30 Bar Gauge 
Hyd. 
Max. Temp. 5000F (2600C). 

HSN CODE: 84818030 

7411 
7416 
7421 
7426 
7431 
7436 
7441 
7446 
7447 
7448 

25 
40 
50 
65 
80 

100 
125 
150 
200 
250 

1 
1½ 
2 

2½ 
3 
4 
5 
6 
8 

10 

4040.00 
7083.00 

       10826.00 
       15218.00 

19127.00 
27910.00 
51865.00 
75949.00 

     124108.00 
214752.00 

 
 

CS-28 

 CAST CARBON STEEL (A-216 GR. WCB) 
Y-TYPE STRAINER with S.S. Steel (AISI- 
304) perforated Screen Flanged Ends to 
BS-1560/ANSI B 16.5 Class-300, Raised 
Face. Body Test Pressure 76 Bar Gauge 
Hyd. 
Max. Temp. 8000F (4250C). 

HSN CODE: 84818030 

7451 
7456 
7461 
7466 
7471 
7476 
7481 
7486 
7491 
7492 

25 
40 
50 
65 
80 

100 
125 
150 
200 
250 

1 
1½ 
2 

2½ 
3 
4 
5 
6 
8 

10 

8502.00 
        11815.00 
        14118.00 
        16928.00 

31600.00 
45059.00 
65178.00 
90684.00 

      153034.00 
269230.00 

 

 
CS-29 

 

 

CAST CARBON STEEL (A-216 GR. WCB) Y- 
TYPE STRAINER with S.S. Steel (AISI-304) 
perforated Screen Flanged Ends to BS- 
1560/ANSI B 16.5 Class-600, Raised Face. 
Body Test Pressure 155 Bar Gauge Hyd. 
Max. Temp. 8000F (4250C). 

HSN CODE: 84818030 

7496 
7501 
7506 
7511 
7516 
7521 
7526 

40 
50 
65 
80 

100 
150 
200 

1½ 
2 

2½ 
3 
4 
6 
8 

      15451.00 
22254.00 
27773.00 
40670.00 
63766.00 

    121582.00 
209715.00 
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CS-30 

(a) 

 CAST CARBON STEEL (A-216 GR. WCB) 
RELIEF VALVE for Hot Oil Flanged Ends to 
DIN 2545 PN-40 R.F. Body Test Pressure 
60 Kg/cm2   Max. set Pressure 10.5 Kg/cm2 

Max. Temp. 2000C (3920F). 
(With our own Works Test Certificate). 
HSN CODE: 84818030 

7531 

3901 

3906 

3911 

3916 

40 1½ 

2 

2½ 

3 

4 

26183.00 

28752.00 

45664.00 

55304.00 

72803.00 

50 

65 

80 

100 

 
CS-30 

(b) 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
RELIEF VALVE for Hot Oil Flanged Ends as 
per Class-300 with R.F. Body Test Pressure 
60 Kg/cm2. Max. set Pressure 10.5 Kg/cm2 

Max. Temp. 3920F (2000C). 
(With our own Works Test Certificate). 
HSN CODE: 84818030 

3917 

3918 

3919 

3920 

3921 

40 1½ 

2 

2½ 

3 

4 

26802.00 

29719.00 

47224.00 

57538.00 

75980.00 

50 

65 

80 

100 

 

 
CS-31 

 

 

 

CAST CARBON STEEL (A-216 GR. WCB) 
MOISTURE SEPARATOR Flanged ends as 
per BS-10 Table 'J'. Max. Steam working 
Pressure 24.6 Kg/cm2  and 
Max. Temp. 4250C (8000F). 
Body Test Pressure 49.2 Kg/cm2  Hyd. 
HSN CODE: 84818030 

3940 
3941 
3942 
3943 
3944 
3945 
3946 
6001 

25 1 
1½ 
2 

2½ 
3 
4 
6 
8 

9052.00 
18692.00 
33738.00 
55838.00 
57601.00 
97571.00 

196786.00 
333153.00 

40 
50 
65 
80 

100 
150 
200 

 

 
CS-32 

 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB.) 
MOISTURE SEPARATOR Flanged as per 
Class-300 Raised Face. Body Test Pressure 
76 Bar Gauge. 
Max. Temp.  4250C (8000F). 

HSN CODE: 84818030 

3947 
3948 
3949 
3950 
3951 
3952 
3953 
6002 

25 1 
1½ 
2 

2½ 
3 
4 
6 
8 

9522.00 
19821.00 
35736.00 
58542.00 
59247.00 

     108856.00 
209199.00 
350795.00 

40 
50 
65 
80 

100 
150 

200 

 

 
CS-33 

 
 
 

 

CAST CARBON STEEL (A-216 GR. WCB.) BALL 
VALVE THREE PIECE DESIGN SS 304 BALL 
Class-150 Screwed Ends BSPT Threads. Body 
Test Pressure 30 Bar Gauge Hyd. Seat 22 Bar 
Gauge. Max. Temp. 2600C (5000F). 

Note : SS-316 Ball can be provided on request 
and rates will be 20% charged extra. 

HSN CODE: 84818030 

3954 

3955 

3956 

3957 

3958 

3959 

15 ½ 

¾ 

1 

1¼ 

1½ 

2 

          1749.00 

2322.00 

4129.00 

4644.00 

5834.00 

9326.00 

20 

25 

32 

40 

50 

 

 
CS-34 

 

 

 

CAST CARBON STEEL (A-216 GR. WCB.) BALL 
VALVE SS 304 BALL Class-150 Flanged Ends as 
per ASMEB-16.5 Raised Face. Face to Face 
ASMEB-16.10/API 6D FULL BORE Side Entry 
Three Piece Design. Body Test Pressure 30 Bar 
Gauge Hyd. Seat 22 Bar Gauge. Max. Temp. 
260

0
C (500

0
F). 

Note : SS-316 Ball can be provided on request 
and rates will be 20% charged extra. 
HSN CODE: 84818030 

3960 
3961 
3962 
3963 
3964 
3965 
3966 
3967 
3968 
4052 

15 ½ 
¾ 
1 

1¼ 
1½ 
2 

2½ 
3 
4 
6 

2907.00 
3634.00 
4811.00 
7179.00 
8670.00 

       12258.00 
18047.00 
22929.00 
37251.00 
69432.00 

20 
25 
32 
40 
50 
65 
80 

100 
150 
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CS-35 

 
 
 
 
 
 
 
 
 
 
 

WJ 

STAINLESS STEEL (INVESTMENT CAST) 
DISC CHECK VALVE Wafer Type PN-40 
Max. BOP 30 Bar Gauge. Body Tested 
60 Bar Gauge. Max. Temp. 425

0
C (800

0
F) 

HSN CODE: 84818030 

3969 
3970 
3971 
3972 
3973 
3974 
4591 
3975 
3976 

25 
40 
50 
65 
80 

100 
125 
150 
200 

1 
1½ 
2 

2½ 
3 
4 
5 
6 
8 

        1595.00 
2720.00 
4155.00 
6579.00 
7525.00 

       11295.00 
35203.00 
40969.00 
72008.00 

 

 
CS-36 

 
 
 

 

CAST STAINLESS STEEL BALL VALVE 
SS 304 Three piece design Class-150 
Screwed Female ends BSPT Threads. 
Body Test Pressure 30 Bar Gauge Hyd. 
Seat 22 Bar Gauge Hyd. Max. Temp. 2600C 
(5000F) 
Note : SS-316 can be provided on request 
& Rate will be 20% extra. 
HSN CODE: 84818030 

3977 

3978 

3979 

3980 

3981 

3982 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

2198.00 

2999.00 

4702.00 

6025.00 

6744.00 

       10306.00 

 
 
 
 
CS-37 

 
 
 
 
 

 

CAST STAINLESS STEEL BALL VALVE 
(SS 304) Class-150 Flanges as per 
ASMEB 16.5 RF Raised Faced, Face to 
Face ASMEB 16.10/API 6D Full Bore 
Three piece design. Body Test Pressure 
30 Bar Gauge Hyd. Seat 22 Bar Gauge. 
Max. Temp. 260

0
C (500

0
F) 

Note : SS-316 can be provided on 
request & Rate will be 20% extra. 

HSN CODE: 84818030 

3983 

3984 

3985 

3986 

3987 

3988 

3989 

3990 

6003 

15 

20 

25 

32 

40 

50 

65 

80 

100 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

4 

3990.00 

4933.00 

6514.00 

       11073.00 

       11917.00 

       17778.00 

26951.00 

33912.00 

60830.00 

 

 
CS-38 

 

 

CAST STEEL FUSIBLE PLUG Two piece 
design Screwed Male ends BSP Taper 
end. Suitable for working pressure 
27.5Kg/Cm2 and body Tested to 
55Kg/Cm2 (780 psig) Hyd. Max. Temp. 
2300C 
HSN CODE: 84818030 

3991 

3992 

3993 

15 

20 

25 

½ 

¾ 

1 

8528.00 

8528.00 

9198.00 

 
 
CS-39 

 

 

CAST STEEL FUSIBLE PLUG Loco Type 
design Screwed Male ends BSP Taper. 
Suitable for working pressure 
27.5Kg/Cm2  and body Tested to 
55Kg/Cm2 (780 psig) Hyd. Max. Temp. 
2300C 
HSN CODE: 84818030 

3994 25 1 9970.00 
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‘WJ' 
FORGED CARBON STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
 

FS-1 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA 105) 
GLOBE VALVE Reduced Bore, Bolted 
Bonnet, outside screw,   Yoke   Type, 
R i s i n g S te m , w i t h B a c k S e at 
Arrangement, 13% Cr. S.S. (AISI-410) 
t r i m . H a n d w h e e l o p e r a t e d . 
Conforming to BSEN-15761, API-602 
Class-800 Screwed Female Ends BSPT 
Threads and Socket Weld Ends. 
Max. Working Temp. 425

0
C (800

0
F). 

Body Tested to 207 Bar Gauge, Seat and 
Back Seat Tested to 152 Bar Gauge Hyd. 
and 6.9 Bar Gauge Air. 

HSN CODE: 84818030 

4726 

4731 

4736 

4741 

7536 

7541 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

2546.00 

3210.00 

4423.00 

6131.00 

8932.00 

       12608.00 

 
 
 
 

FS-2 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA 105) 
GLOBE VALVE FULL Bore, Bolted 
Bonnet, outside screw,   Yoke   Type, 
R i s i n g S te m , w i t h B a c k S e at 
Arrangement, 13% Cr. S.S. (AISI-410) 
trim. Hand wheel operated conforming 
to   BSEN-15761,   API-602   Class-800 
Screwed Female Ends BSPT Threads and 
Socket Weld Ends. 
Max. Working Temp. 4250C(8000F). 
Body Tested to 207 Bar Gauge, Seat and 
Back Seat Tested to 152 Bar Gauge Hyd. 
and 6.9 Bar Gauge Air. 

HSN CODE: 84818030 

4746 

4751 

4756 

4761 

7546 

7551 

10 

15 

20 

25 

32 

40 

3/8 

½ 

¾ 

1 

1¼ 

1½ 

3654.00 

3654.00 

4580.00 

5977.00 

       11591.00 

       11692.00 

 
 
 
 

FS-3 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA 105) 
GATE VALVE Reduced Bore, Bolted 
Bonnet, outside screw,   Yoke   Type, 
R i s i n g S te m , w i t h B a c k S e at 
Arrangement, 13% Cr. S.S. (AISI-410) 
trim. Hand wheel operated conforming 
to   BSEN-15761,   API-602   Class-800 
Screwed Female Ends BSPT Threads and 
Socket Weld Ends. 
Max. Working Temp. 4250C(8000F). 
Body Tested to 207 Bar Gauge, Seat and 
Back Seat Tested to 152 Bar Gauge Hyd. 
and 6.9 Bar Gauge Air. 

HSN CODE: 84818030 

5381 

5386 

5391 

5396 

7616 

7621 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

2546.00 

3210.00 

4423.00 

6131.00 

8932.00 

       12608.00 
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‘WJ' 
FORGED CARBON STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

 
FS-4 

 
 

 

FORGED CARBON   STEEL   (ASTMA   105) 
GATE VALVE FULL Bore. Bolted Bonnet, 
outside screw, Yoke Type, Rising Stem, with 
Back Seat Arrangement, 13% Cr. S.S. (AISI- 
410 ) trim. Hand wheel operated 
conforming to BSEN-15761, API-602 Class- 
800. Screwed Female Ends BSPT Threads. 
Max. Working Temp. 4250C(8000F). 
Body Tested to 207 Bar Gauge, Seat and 
Back Seat Tested to 152 Bar Gauge Hyd. and 
6.9 Bar Gauge Air. 
HSN CODE: 84813000 

5401 

5406 

5411 

5416 

7626 

7631 

10 

15 

20 

25 

32 

40 

3/8 

½ 

¾ 

1 

1¼ 

1½ 

3654.00 

3654.00 

4580.00 

5977.00 

       11591.00 

       11692.00 

 
 

 
FS-5 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA 105) 
HORIZONTAL  LIFT  CHECK  VALVE 
Reduced Bore. Bolted Bonnet, 13% Cr. 
S.S. (AISI-410) trim. Conforming to 
BSEN-15761, API-602 Class-800. 
Screwed Female Ends BSPT Threads and 
Socket Weld Ends. 
Max. Working Temp. 4250C(8000F). 

Body Tested to 207 Bar Gauge, Seat 
Tested to 152 Bar Gauge Hyd.. 
HSN CODE: 84813000 

4766 

4771 

4776 

4781 

7556 

7561 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

2028.00 

2291.00 

3352.00 

5044.00 

7186.00 

       10510.00 

 
 

 
FS-6 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA 105) 
HORIZONTAL LIFT CHECK VALVE 

FULL Bore. Bolted Bonnet, 13% Cr. S.S. 
(AISI-410) trim. Conforming toBSEN- 
15761, API-602 Class-800. Screwed 
Female Ends BSPT Threads and Socket 
Weld Ends. 
Max. Working Temp. 4250C(8000F). 
Body Tested to 207 Bar Gauge, Seat 
Tested to 152 Bar Gauge Hyd.. 
HSN CODE: 84813000 

4791 

4796 

4801 

7566 

7571 

15 

20 

25 

32 

40 

½ 

¾ 

1 

1¼ 

1½ 

2434.00 

3251.00 

5041.00 

8072.00 

       11688.00 

 
 

 
FS-7 

 
 

 

 

STAINLESS STEEL (INVESTMENT CAST) 
THERMODYNAMIC STEAM TRAP BSPT 
Threads / Socket Weld Ends. 
Max. B.O.P. 31.64 Kg/cm2 

Max. Temp. 4250C(8000F). 

Body Tested to 63.28 Kg/cm2 Hyd. 

HSN CODE: 84818030 

7656 

7661 

7666 

15 

20 

25 

½ 

¾ 

1 

2954.00 

2954.00 

4102.00 
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‘WJ' 
FORGED CARBON STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
 

FS-8 

 
 
 

 

FORGED CARBON STEEL (ASTMA-105) 
GLOBE VALVE FULL Bore. Bolted Bonnet 
outside Screw, Yoke Type Rising Stem, 
with Back Seat Arrangement 13% Cr. S.S. 
(AISI-410) trim Hand wheel operated 
conforming to BSEN-15761, API-602 
Class-1500. Screwed, Female Ends. BSPT 
threads.  Max.  working  Pressure  4250C 
(8000F).  Tested  to  383  Bar  Gauge  Hyd. 
Seat and Back Seat Tested to 281 Bar 
Gauge Hyd. and 6.9 Bar Gauge Air. 
Note : Rate for Stellite will be charged 
10% Extra. 

HSN CODE: 84818030 

7667 

7668 

7669 

7670 

7671 

15 

20 

25 

32 

40 

½ 

¾ 

1 

1¼ 

1½ 

5058.00 

6725.00 

9733.00 

       13614.00 

       17798.00 

 
 
 
 

FS-9 

 
 
 
 

 

FORGED CARBON STEEL (ASTMA-105) 
GATE VALVE FULL Bore. Bolted Bonnet 
outside Screw, Yoke Type Rising Stem, 
with Back Seat Arrangement 13% Cr. 
S.S. (AISI-410) trim Hand wheel 
operated conforming to BSEN-15761, 
API-602 Class-1500 Screwed Female 
Ends. BSPT Threads. Max. working 
Pressure  425

0
C  (800

0
F).  Tested  to  383 

Bar Gauge Hyd. Seat and Back Seat 
Tested to 281 Bar Gauge Hyd. and 6.9 
Bar Gauge Air. 
Note : Rate for Stellite will be charged 
10% Extra. 

HSN CODE: 84818030 

7672 

7673 

7674 

7675 

7676 

15 

20 

25 

32 

40 

½ 

¾ 

1 

1¼ 

1½ 

5058.00 

6725.00 

9733.00 

       13614.00 

       17798.00 

 
 
 
 

FS-10 

 
 
 
 
 
 

 

FORGED CARBON STEEL (ASTMA-105) 
HORIZONTAL LIFT CHECK VALVE 
FULL Bore. Bolted Cover 13% Cr. S.S. 
(AISI-410) trim. Conforming to BSEN- 

15761, API-602 Class-1500 Screwed 
Female Ends. BSPT Threads. Max. 
Working   Temp.   4250C  (800

0
F).   Body 

Tested to 383 Bar Gauge Hyd. Seat and 
Back Seat Tested to 281 Bar Gauge Hyd. 
and 6.9 Bar Gauge Air. 
Note : Rate for Stellite will be charged 
10% Extra. 

HSN CODE: 84813000 

7678 

7679 

7680 

7681 

7682 

15 

20 

25 

32 

40 

½ 

¾ 

1 

1¼ 

1½ 

4444.00 

5760.00 

9679.00 

       12815.00 

       16860.00 
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‘WJ' 
FORGED CARBON STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 

FS-11 

 
 
 
 
 
 
 
 
 
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) 
GLOBE VALVE Class-150 Flanged ends as 
per ASMEB 16.5 Bolted Bonnet outside 
screw yoke Type Rising stem. with Back 
Seat arrangement 13% Cr. SS (AISI-410) 
trim. Hand wheel operated. Body Tested 
to 30 Bar Gauge. Seat Tested to 22 Bar 
Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 
10% extra. 
HSN CODE: 84818030 

7683 

7684 

7685 

7686 

7687 

7688 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

7219.00 

8204.00 

       10170.00 

       14119.00 

20803.00 

27818.00 

 
 

 
FS-12 

 
 

 
 

 
 
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) 
GLOBE VALVE Class-300 Flanged ends as 
per ASMEB 16.5 Bolted Bonnet outside 
screw yoke Type Rising stem, with Back 
Seat arrangement 13% Cr. SS (AISI-410) 
trim. Hand wheel operated. Body Tested 
to 76 Bar Gauge, Seat Tested to 28.3 Bar 
Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 
10% extra. 
HSN CODE: 84818030 

7689 

7690 

7691 

7692 

7693 

7694 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

9001.00 

       10169.00 

       12273.00 

       15780.00 

22673.00 

32445.00 

 
 

 
FS-13 

 
 

 
 

 
 
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) 
GLOBE VALVE Class-600 Flanged ends as 
per ASMEB 16.5 Bolted Bonnet outside 
screw yoke Type Rising stem, with Back 
Seat arrangement 13% Cr. SS (AISI-410) 
trim. Hand wheel operated. Body Tested 
to 155 Bar Gauge, Seat Tested to 133 Bar 
Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 
10% Extra. 
HSN CODE: 84818030 

7695 

7696 

7697 

7698 

7699 

7701 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

       10355.00 

       12505.00 

      14424.00 

      17179.00 

25478.00 

37050.00 

 
 

 
FS-14 

 
 
 
 

  
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) 
GATE VALVE Class-150 Flanged ends as 
per ASMEB 16.5 Bolted Bonnet outside 
screw yoke Type Rising stem, with Back 
Seat arrangement 13% Cr. SS (AISI-410) 
trim. Hand wheel operated. Body Tested 
to 30 Bar Gauge, Seat Tested to 22 Bar 
Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 
10% extra. 
HSN CODE: 84818030 

7702 

7703 

7704 

7705 

7706 

7707 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

7219.00 

8204.00 

       10170.00 

       14119.00 

20803.00 

27818.00 
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‘WJ' 
FORGED CARBON STEEL BOILER MOUNTINGS & STEAM VALVES 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
FS-15 

 
 

  

 
 
 
 
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) GATE 
VALVE Class-300 Flanged ends as per ASMEB 
16.5 Bolted Bonnet outside screw yoke Type 
Rising stem, with Back Seat arrangement 13% 
Cr. SS (AISI-410) trim. Hand wheel operated. 
Body Tested to 76 Bar Gauge, Seat Tested to 
28.3 Bar Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 10% 
extra. 
HSN CODE: 84818030 

7708 

7709 

7710 

7711 

7712 

7713 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

9001.00 

       10169.00 

       12273.00 

       15780.00 

22673.00 

32445.00 

 
 
 
FS-16 

 
 
 

  
 
 

WJ 

FORGED CARBON STEEL (ASTMA-105) GATE 
VALVE Class-600 Flanged ends as per ASMEB 
16.5 Bolted Bonnet outside screw yoke Type 
Rising stem, with Back Seat arrangement 13% 
Cr. SS (AISI-410) trim. Hand wheel operated. 
Body Tested to 155 Bar Gauge, Seat Tested to 
133 Bar Gauge Hyd. Max. Temp. 4250C (8000F) 
Note : Rate for Stellite will be charged 10% 
extra. 
HSN CODE: 84818030 

7714 

7715 

7716 

7717 

7718 

7719 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

       10355.00 

       12505.00 

      14424.00 

      17179.00 

      25478.00 

      37050.00 

 

 
FS-17 

 
 

 
 

 
WJ 

FORGED CARBON STEEL (ASTMA-105) 
HORIZONTAL LIFT CHECK VALVE 
Class-150 Flanged ends as per ASMEB 16.5 
Bolted Bonnet 13% Cr. SS (AISI-410) trim. 
Body Tested to 30 Bar Gauge, Seat Tested to 
22 Bar Gauge Hyd. Max Temp. 425

0
C (800

0
F) 

Note : Rate for Stellite will be charged 10% 
extra. 
HSN CODE: 84818030 

7720 

7721 

7722 

7723 

7724 

7725 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

6662.00 

7736.00 

9560.00 

       13440.00 

19891.00 

26624.00 

 
 

FS-18 

 

 
 

 

 
WJ 

FORGED CARBON STEEL (ASTMA-105) 
HORIZONTAL LIFT CHECK VALVE Class-300 
Flanged ends as per ASMEB 16.5 Bolted 
Bonnet 13% Cr. SS (AISI-410) trim. Body 
Tested to 76 Bar Gauge, Seat Tested to 28.3 
Bar Gauge Hyd. Max. Temp. 425

0
C (800

0
F) 

Note : Rate for Stellite will be charged 10% 
extra. 

HSN CODE: 84818030 

7726 

7727 

7728 

7729 

7730 

7731 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

8205.00 

9514.00 

       11617.00 

      15030.00 

      21997.00 

      30363.00 

 
 

FS-19 

 

 
 

 

 
WJ 

FORGED CARBON STEEL (ASTMA-105) 
HORIZONTAL LIFT CHECK VALVE Class-600 
Flanged ends as per ASMEB 16.5 Bolted 
Bonnet 13% Cr. SS (AISI-410) trim. Body 
Tested to 155 Bar Gauge, Seat Tested to 133 
Bar Gauge Hyd. Max. Temp. 425

0
C (800

0
F) 

Note : Rate for Stellite will be charged 10% 
extra. 

HSN CODE: 84818030 

7732 

7733 

7734 

7735 

7736 

7737 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

9700.00 

       11664.00 

       13440.00 

       16386.00 

24778.00 

36066.00 
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‘WJ' 
BRONZE/GUN METAL VALVES WITH OUR TEST CERTIFICATE 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 
 
 

N-1 

 
 
 
 
 
 
 
 
 
 

WJ 

BRONZE SPRING LOADED DIAPHRAGM 
TYPE PRESSURE REDUCING VALVE 
Screwed Female Ends with Rubber 
Diaphragm and Rubber Disc. Suitable 
for Air, Oil & Water service. Max. Inlet 
Pressure 250 psig (17.58 kg/cm2). Max. 
Temp. 150°F ( 65.5°C). Screwed Female 
Ends B.S.P. Parallel Tested to 500 psig 
(35.15 kg/cm2) Hyd. 

Note : Spring range available 5/60, 
20/80 & 40/125. 

HSN CODE: 84818030 

2846 

 
2851 

 
2856 

 
2861 

 
2866 

 
2871 

15 

 
20 

 
25 

 
32 

 
40 

 
50 

½ 

 
¾ 

1 

1¼ 

 
1½ 

 
2 

      13396.00 

 
19031.00 

 
27302.00 

 
37888.00 

 
40521.00 

 
61888.00 

 
 
 
 

N-2 

 
 
 
 

 

GUN METAL UNION BONNET WHEEL 
VALVE No. 9 with stainless steel (AISI- 
410) seat & spindle, Screwed Female 
Ends B.S.P. Parallel. Hand wheel 
operated.  Tested to 500 psig 
(35.15kg/cm2) Hyd. 
Max. Temp. 220

0
C (428

0
F). 

HSN CODE: 84818030 

3100 

3101 

3102 

3103 

3104 

3105 

3106 

3107 

15 

20 

25 

32 

40 

50 

65 

80 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

2166.00 

3082.00 

4429.00 

7004.00 

9341.00 

       13809.00 

21739.00 

32497.00 

 
 
 
 

N-3 

 
 
 
 
 
 
 
 
 
 

WJ 

GUN METAL UNION BONNET WHEEL 
VALVE No. 9 with stainless steel (AISI- 
410) seat and spindle. Flanged Ends to 
B.S.-10 Table ‘F’. Hand wheel operated 
Tested to 500 psig (35.15kg/cm2) Hyd. 
Max. Temp. 220

0
C (428

0
F). 

HSN CODE: 84818030 

3108 

3109 

3110 

3111 

3112 

3113 

3114 

3115 

15 

20 

25 

32 

40 

50 

65 

80 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

5532.00 

6812.00 

8241.00 

       12357.00 

       15226.00 

23440.00 

40938.00 

49221.00 
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‘WJ' 
BRONZE/GUN METAL VALVES WITH OUR TEST CERTIFICATE 

Sl. 
No. 

ILLUSTRATION DESCRIPTION OF ARTICLE CODE 
SIZE PRICE PER UNIT 

` MM INCH 

 
 

 
N-4 

 
 
 
 
 
 
 

WJ 

GUN METAL UNION BONNET BURSHANE 
GAS VALVE with Teflon Disc. Flanged Ends 
to BS-10 Table ‘F’. 

Tested to 500 psig (35.15kg/cm
2
) Hyd. 

Max. Temp. 220
0
C (428

0
F). 

HSN CODE: 84818030 

3116 

3117 

3118 

3119 

3120 

3121 

15 

20 

25 

32 

40 

50 

½ 

¾ 

1 

1¼ 

1½ 

2 

4843.00 

6215.00 

7840.00 

       11845.00 

       15038.00 

23079.00 

 
 

 
N-5 

 
 
 
 
 

WJ 

GUN METAL HORIZONTAL LIFT CHECK 
VALVE with Union cap and stainless 
steel (AISI-410) trim, Screwed Female 
Ends to B.S.P. Threads. 
Tested to 500 psig (35.15kg/cm2) Hyd. 
Max. Temp. 2200C (4280F). 

HSN CODE: 84813000 

3122 

3123 

3124 

3125 

3126 

3127 

3128 

3129 

15 

20 

25 

32 

40 

50 

65 

80 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

2080.00 

3016.00 

4340.00 

6911.00 

9259.00 

       13690.00 

22365.00 

31533.00 

 
 

 
N-6 

 
 
 
 

 
WJ 

GUN METAL HORIZONTAL LIFT CHECK 
VALVE with Union cap and stainless 
steel (AISI-410) trim, Flanged Ends to 
B.S. 10 Table ‘F’. 
Tested to 500 psig (35.15kg/cm

2
) Hyd. 

Max. Temp. 2200C (4280F). 

HSN CODE: 84818030 

3130 

3131 

3132 

3133 

3134 

3135 

3136 

3137 

15 

20 

25 

32 

40 

50 

65 

80 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

5330.00 

6635.00 

8051.00 

       12205.00 

       14982.00 

23806.00 

40417.00 

47534.00 

 
 

 
N-7 

 
 
 
 
 
 

 
WJ 

BRONZE SPRING   LOADED   SAFETY 
VALVE Straight/Angle Pattern. Screwed 
male inlet BSP Parallel Thread. 
M a x . S e t P r e s s u r e 1 5 0 p s i g 
(10.54 kg/cm2) 
Max. Temp. 2200C (4280F). 

HSN CODE: 84818030 

2281 

2286 

2291 

2886 

2891 

2896 

2901 

2906 

15 

20 

25 

32 

40 

50 

65 

80 

½ 

¾ 

1 

1¼ 

1½ 

2 

2½ 

3 

2896.00 

4203.00 

5870.00 

8628.00 

9253.00 

       13784.00 

29998.00 

38086.00 
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GENERAL INSTRUCTIONS FOR STORAGE, 
INSTALLATION, OPERATION & MAINTENANCE OF ‘WJ’ VALVES 

STORAGE 
1. Valves should be stored in dust free and non-corrosive atmosphere under roofed stores. 
2. Valve seats should be in closed position. 
3. Valve ends should be closed with caps to prevent dust entering in the valve. 
4. Valves which require prolonged storage should be cleaned and lubricated at regular intervals. 

INSTALLATION 
1. Valves should be examined thoroughly before installation for any defect in transportation. 
2. Valves should be cleaned thoroughly before installation. 
3. Pipe line should be thoroughly cleaned of all dirt, rust and welding splashes. 
4. Valves should be mounted in the correct direction, with proper gasket and jointing compound. Screwed end 

valves should be tightened properly by applying the wrench on the hexagonal end of valve which is to be 
tightened on the pipe. 

OPERATION 
1. Before operating the valve for first time, check the bolting of connecting flanges, if necessary tighten the 

bolts. 
2. The Valves should be operated with hand wheel in the direction of arrow shown on the hand wheel. 
3. The Valves should be opened slowly. 
4. Inspect the pipe line for leakage of any joint or gland etc. when the pipe line is under pressure. 

MAINTENANCE 
1. Replace all defective gaskets, glands or any other part immediately when noticed. 
2. If a valve leaks slightly when closed, open it a little to flush foreign particles and then close properly to check 

tightness, but do not tight excessively to damage the seats. 
3. Safety valves should be periodically checked with easing lever for prevention of the seats to stick to the body. 

 
INFORMATION REQUIRED WHILE ORDERING / ENQUIRING 

1. Nominal size of valve. 
2. End connection whether screwed or flanged. 
3. Whether flanges are required drilled or undrilled. If nothing is specified flanges shall be supplied undrilled. 
4. Fluid to be handled. 
5. Working pressure and temperature. 
6. Scope of inspection if it is to be carried out at our works before despatch. 

TECHNICAL SERVICE 
Neta Valves Private Limited has an experienced team of Engineers and skilled technicians, who can guide our 
valued customers in selecting the correct type of valves. 

IMPORTANT 
Due to continuous Development and Improvement in Products the Design and Data given in the booklet are 
subject to change without notice. 
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   COMPANY'S PROFILE   

NETA VALVES PRIVATE LIMITED A-11, INDUSTRIAL FOCAL POINT, JALANDHAR – (PUNJAB) IS 

AN ISO: 9001 & ISO: 14001 : COMPANY WHICH WAS ESTABLISHED IN THE YEAR 1983 AND IS 

REGISTERED AS A “SMALL SCALE INDUSTRY (UNIT) WITH DIRECTOR OF INDUSTRIES, PUNJAB. 

THE COMPANY IS ENGAGED IN MANUFACTURING OF VALVES , COCKS & BOILER MOUNTINGS 

IN BRONZE / GUN METAL, CAST IRON, CAST CARBON STEEL, FORGED STEEL & INVESTMENT 

CASTING. IBR APPROVED FROM SIZE 8MM TO 500MM. 

INDUSTRIAL VALVES (NON IBR) ARE ALSO MANUFACTURED TO CONTROL OTHER FLUIDS LIKE 

WATER, AIR, GAS, PETROL & THERMAL OIL (HOT OIL) IN BRONZE / G.M., C.I., C.S. & FORGED STEEL 

FROM SIZE 8MM TO 500MM UNDER OUR REGISTERED TRADE MARK 

“WJ” BRAND. 

 
THE VALVES ARE MANUFACTURED AS PER FOLLOWING GRADES OF MATERIAL OF 

CONSTRUCTION :- 

BRONZE / G.M. : IBR CLAUSE 282(a) IV GR.B., IS:318 LTB2&BS-1400 

GR.LG2/LG4 

CAST IRON : IBR CLAUSE : 86 TO 93. GR.A. IS: 210 GR.FG-200 

CAST CARBON STEEL : ASTMA 216 GR. WCB. IBR CLAUSE 73 TO 80 

FORGED CARBON STEEL : ASTMA 105 

 
THE ABOVE VALVES ARE MANUFACTURED AS PER INDIAN BOILER REGULATIONS ACT AND 

FOLLOWING STANDARDS ARE USED :- 

BS-141-4, BS-1873, BS-1868, BS-5160, API-600,   BSEN- 15761, API - 602, IS I- 14846 & 

BSEN - 17292. 

THE COMPANY NETA VALVES PVT. LTD. : IS A LEADING UNIT IN ORGANISED SECTOR IN NORTH 

INDIA ENGAGED IN MANUFACTURING OF ABOVE DETAILED INDUSTRIAL VALVES PROMOTED BY 

HIGHLY EXPERIENCED, QUALIFIED AND DYNAMIC ENTERPRENEURS. THE COMPANY TARGETS TO 

ACHIEVE UN-MATCHED QUALITY, CUSTOMER SATISFACTION AND COMPETITIVE PRICING. 

THE COMPANY IS HAVING LATEST PLANT & MACHINERY INSTALLED ( CNC MACHINES & 

HYDRAULIC TESTING MACHINES FOR HYDROSTATIC/AIR TESTING OF VALVES & FULLY 

AUTOMATIC PAINT SHOP), WHICH IS MANAGED BY A COMPETENT AND EXPERIENCED TEAM OF 

PROFESSIONALS IN ENGINEERING AND MODERN TECHNOLOGY IN MANUFACTURING OF 

QUALITY PRODUCTS. 

THE COMPANY NETA VALVES PVT. LTD. : IS HAVING IN-HOUSE WELL EQUIPPED LABORATORY 

FOR TESTING THE RAW MATERIALS BY PROFESSIONALS WITH VAST EXPERIENCE IN THE FIELD, 

WHO ARE TESTING / INSPECTING THE MATERIALS RIGHT FROM INCOMING TILL THE FINAL 

DESPATCH TO THE CUSTOMERS. 
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   AREA/DEPARTMENTAL 
ACCOMMODATION  

THE COMPANY IS SPREAD OVER TOTAL AREA OF ABOUT 2 ACRES OF LAND, WHICH IS BUILT 

AND DIVIDED IN FOLLOWING DEPARTMENTS : 

I. DRAWING CUM DESIGN & DEVELOPMENT DEPARTMENT. 

2. PATTERN SHOP. 

3. RAW MATERIAL STORE. 

4. CASTING SHOP : 

(i) GUN METAL/ BRONZE CASTING SECTION. 

(ii) C.I. CASTING SECTION. 

5. SHOT BLASTING SHOP. 

6. GRINDING SECTION. 

7. FORGING SECTION. 

8. HEAT TREATMENT SHOP. 

9. LABORATORY FOR CHEMICAL ANALYSIS AND MECHANICAL TESTING. 

10. QUALITY CONTROL/QUALITY ASSURANCE DEPARTMENT. 

11. MACHINE SHOP : 

(i) GUN METAL SECTION. 

(ii) C.I. SECTION. 

(iii) C. S. SECTION. 

(iv) FORGED STEEL SECTION. 

(v) INVESTMENT CASTING SECTION. 

12. ASSEMBLY SHOP. 

13. HYDRO STATIC/AIR TESTING SECTION. 

14. BOILER SECTION. 

15. PAINT SHOP (FULLY AUTOMATIC PLANT). 

16. DESPATCH SECTION. 

17. ELECTRICAL SHOP. 

18. GENERATOR SECTION. 

19. FINISHED GOODS STORE. 

20. ADMINISTRATIVE BLOCK / ACCOMMODATION. 

21. GATE KEEPER ROOM. 

THE COMPANY HAS ADOPTED SAFETY MEASURES i.e. FIRE FIGHTING EQUIPMENTS ARE 

INSTALLED IN THE COMPANY’S PREMISES. 

A FREE MEDICAL DISPENSARY IS RUNNING IN THE COMPANY’S PREMISES FOR THE WELFARE 

OF COMPANY EMPLOYEE’S AS WELL AS OUTSIDE PATIENTS, IN ORDER TO GIVE EMERGENCY 

MEDICAL AID TO THE EMPLOYEE’S IN CASE OF ANY INCIDENT. 
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